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1000 Watt* Commercial 
Microwave Oven

Project: 

Security/Anti-Theft Option Receptacle Required ADA Compliance
§4.28.2 ((CFR) – 
28CFR Part 36) 
“For Alarms”. 

§4.27 “For controls 
and operating 
mechanisms”. 

Braille controls.

Item No: 

G

W

Technical Specifications

Power source: 120V, 60Hz, Single phase

Receptacle required: NEMA 5-15 R or
NEMA 5-20 R

Frequency: 2,450MHz

Required power: 13.4A

Output: 1000 watts*

Outer dimensions: 201⁄8" w x 163⁄8" d x 12" h

Cavity dimensions: 13" w x 13" d x 81⁄16" h

Net weight: 34 lbs.

Shipping weight: 39 lbs.

Shipping box size: 24" w x 183⁄4" d x 143⁄4" h, 3.8 cu. ft.

Timer: 99 Minutes, 99 Seconds

Memory Capability: 20 Programs

To specify a Panasonic 
Commercial Microwave Oven
The NE-1064 Commercial Microwave Oven meets
or exceeds all safety performance and sanitation
standards set for commercial food service
microwave ovens by UL, DHHS, FCC and NSF.

Plus, oven shall have output power 1000 Watts*,
stainless steel cabinet and cavity, bottom energy feed,
10 programmable memory pads, Braille keypad, 
20-memory capability, double quantity key, 6 power
levels, 2- and 3-stage cooking, programmable lock,
unqiue “quick pick” preset times and self-diagnostics,
Chef/Test Kitchen technical support and 3 year 
limited warranty.
*I.E.C. 60705 Test Procedure. Specifications subject to change
without notice.


