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Web setting screen
Connect the unit and a personal computer, and establishing 
the settings on the Web browser screen.

The LAN crossover cable is used when connecting a 
personal computer directly to the unit’s LAN connector for IP 
control, and the LAN straight cable is used when making the 
connection through a switching hub.

Select an IP address for the personal computer within the 
private address range while ensuring that it is different from 
the address of the unit.
Set the subnet mask to the same address as the unit.

wp If you need to change the IP address and subnet 
mask, be sure to ask your dealer to make these 
changes for you.

Unit’s IP address and subnet mask (factory settings)
IP address: 192.168.0.10
Subnet mask: 255.255.255.0

Note

For details of the required personal computer 
environment, refer to page 4.
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wwMenu operations
Start the Web browser, and enter “http://192.168.0.10/” in the [Address] box of the Web browser.
When the IP address has been changed, the URL will also change.
If this is the case, set the changed IP address to the URL (http://changed IP address/).

wp The menus can be switched by selecting the buttons on the left side of the screen.

<Control> <Setup>
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p Control button / Setup button 
Press the Control button to switch to the Control screen 
on which to control such operations as the panning, 
tilting, zooming and focusing of the camera. (See 
page 54)
Press the Setup button to switch to the Image Adjust 
screen on which to establish the camera’s settings. 
(See page 56)

When the Setup button is pressed, the login screen 
shown below is displayed.

When logging in for the first time, input the following 
default values.

User name admin

Password 12345

When the OK button is clicked after inputting the values, 
the screen shown below is displayed.
Click the OK button.

wp On the User auth. screen (see page 66), register 
the user name and password of your choice at the 
earliest possible opportunity.

Note

p Power ON button / Standby button
 

The unit’s power is turned on when the Power ON button 
is pressed.
When the Standby button is pressed, the unit is set to the 
standby mode.
While the standby mode is established, the control over 
the camera’s operations exercised on the Control screen 
and both the Image button and Maintenance button on 
the Setup screen are disabled.

wp If Power ON or Standby is selected too quickly, 
the status selected and the display shown may not 
correspond. 
In a case like this, press the F5 key to restore the 
correct status display.

Note


