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2406GL (60 X 15") | NMB-MAT

| —f%{t#k General Specifications
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O MEFME @ AC700V 1s
O HFRREBBEHE : -10C~ +70°C (Operating)

BENMEIRAE. SR Expected Life (Product No.)
DC500V * A2 T 10M QLI E ‘ SERE R 10%

25°C 40,000 B%RE  (T0O)

X Failure rate 10%
25°C 40,000 hours (T00)

-40°C~ +70°C (Storage)
EHES LD AL VWIKRETIREBEEZ &

<> Motor Protection . Automatic Restoration/Reverse

Connection Prevention

<> Insulation Resistance : 10M Q or over with a

DC500V Megger

< Dielectric Withstand Voltage : AC700V 1s
<> Allowable Ambient Temperature Range :

-10C~ +70°C (Operating)
-40°C ~ +70°C (Storage)
No such condensation as hinders practical use
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1) 7 %4 7 Rib Type
WftRS#E~HE  Panel Out-cuts #E Material
57.0 A-043 57.0 4-043 r=29 7°5Z9"‘y 7(73/ 7)
500 500 | ANRSG— I TSRFI(TFvY)
W TR—-RTY Y
] ] )— K#& 1 UL1061 AWG26 +: 7~ - B
P & 23 & | Casing  : Plastic (Black) 94V-0
Impeller . Plastic (Black) 94V-0
‘ /6 C : Bearing . Ball Bearing
W A (INI“ET SIDE) TH- H (OU"[LET SIDE) Lead Wire : UL1061 AWG26 +: Red, -: Black

C {t#% Specifications
EWREE | FREEEE | ERER | TRAN | EREGERE | fARE | SAHE BE =
iRy — Rating Operating Input Max. Max. Static :
Model %;Ef’? Voltage Voltage Gurrent Power Speed Air Flow Pressure | \oise | Mass
roduc
No. V) V) (A)" (W) (min)™ (m%min) (Pa)™ (dB)" (9)
2406GL-04W-B30- TOO 105 == 11 0.14 1.68 3800 0.44 26.0 30
2406GL-04W-B40- TOO 12 9.0 ~13.8 0.17 2.04 4300 0.50 337 33 40
2406GL-04W-B50- TOO 7.0~13.8 0.20 2.40 4800 0.56 41.6 B85
EEz A : SNV S R TEESAR Rotation: Clockwise as seen from the label. *1: Average Values in Free Air
ERRZ H LAR @ ZANILE Airflow Outlet: Label side
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