


Control
The integrated system control was provided by the KNX/EIB interface and in addition, a central touch panel with web server (CZ-256ESMC2) was 
installed for centralized system control

INSTALLED SOLUTION          ECOi Range (Electric VRF)

Outdoor Units:       ECOi Heat Recovery: 12 x U-14MF1E8          ECOi 2 Pipe: 1 x U-8ME1E8; 5 x U-10ME1E8; 2 x U-14ME1E8          Mini ECOi: 3 x U-6LE1E8

Indoor Units 
Duct Type MM: 3 x S-22MM1E51; 60 x S-28MM1E51; 99 x S-36MM1E5; 27 x S-45MM1E5
Hi Static Pressure ME: 1 x S-73ME1E5; 6 x S-106ME1E5; 5 x S-140ME1E5; 1 x S-224ME1E5; 5 x S-280ME1E5
Ducted Standard MF: 1 x S-56MF1E5; 1 x S-140MF1E5 
Ceiling MT: 3 x S-45MT1E5

Controls:      Hard Wired Wall Controller: 233 x CZ-RTC2          Centralized Touch Screen: 1 x CZ-256ESMC2.

Connectivity and BMS:           Interface KNX/EIB: 2 x PAW-AC-KNX-128.

    List of Products

·         Panasonic ECOi Range (Electric VRF)

·         Panasonic ECOi Heat Recovery U-14MF1E8

·         Panasonic ECOi 2 Pipe U-8ME1E8;U-10ME1E8;U-14ME1E8;

·         Panasonic Mini ECOi U-6LE1E8

·         Panasonic Duct Type MM: S-22MM1E51; S-28MM1E51; S-36MM1E5; S-45MM1E5

·         Panasonic Hi Static Pressure ME: S-73ME1E5; S-106ME1E5; S-140ME1E5; S-224ME1E5; S-280ME1E5

·         Panasonic Ducted Standard MF: S-56MF1E5; S-140MF1E5

·         Panasonic Ceiling MT: S-45MT1E5

·         Panasonic Hard Wired Wall Controller: CZ-RTC2

·         Panasonic Centralized Touch Screen: CZ-256ESMC2

·         Panasonic Interface KNX/EIB: PAW-AC-KNX-128

Panasonic Air-Conditioning Philippines (PACPH)
Panasonic Manufacturing Philippines Corporation (PMPC)

Ortigas Avenue Extension, Taytay, Rizal, 1920 Philippines
Email: pacph.support@ph.panasonic.com

The applicable products and solutions may differ in markets. 
Please contact us for the further information.


