Commercial Air Conditioners (CAC)

4.4 New Account Registration, Change Router Settings & Device Password

Change Router Settings.
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STEP 1

Tap the “E” on the Tap “Owner” to see the
top right-hand corner drop-down options and select
of your screen. “Change router settings”.

WLAN Adaptor Remote Controller
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changes as shown below.
*It may take a few minutes until the connection
is completed.
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Set up the wireless network again when you
replaced the wireless router or changed the
password.

You will have to set up each device if two or
more air conditioners are connected to the same

Network settings * FOLLOW THE

If the LINK LED is ON, tap "Next". Connected ST EPS LISTED

ouer Next to router IN|THE APP TO
CONTINUE.
If the LINK LED continues to blink, tap "Check". Tap "Next" when "Connected to router” is
Check isp on the screen.
Next
Cancel
* FOLLOW THE Tap "Check” when the other than above is i
displayed on the screen.
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Cancel Start CONTINUE.
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After checking it Make sure all 3 If connection is
is the correct _ green lights are Stﬁccessthll{he d'_flpl?‘y of
model name, ON” on your device the controller will show
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connected.
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Change Device Password.
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STEP 1 STEP 2

Tap the “EH” on the
top right-hand corner
of your screen.

Tap “Owner” to see the
drop-down options and
select “Change password”.

& Changing device password =

Make sure the device is correct and enter old
password and new password. Password must be
8-15 characters with letters and numbers.
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Register TO RECONNECT.

STEP 3

Key in old password then enter New
password then tap “Register”.
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