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“4To enable demand response management, an optional accessory needs to be installed [CZ-CAP?) *5 RZ Series only.

ACCESSORIES

CZ-MATPA

*1 CZ-MA1PA is to be used to
reduce the connection size on
the indoor unit from 2" to %"

CZ-MA2PA

*2CZ-MA2PA is to be used to
increase the connection size on
the outdoor unit from %" to 12",

CZ-MA3PA

*3 CZ-MA3PA is to be used to
reduce the connection size on
the indoor unit from %" to /2",

CZ-CAP2

*4Demand response
module CZ-CAP2.

OUTDOOR UNIT

CU-4Z80VBR

Up to 4 rooms

Up to 5 rooms

CU-5Z100VBR

GNVERTER




PRODUCT LINE UP GNVERTER

INDOOR UNIT INDOOR UNIT
WALL-MOUNTED Z SERIES with nanoe™X and Built-in Wi-Fi ULTRA SLIM DUCTED FLOOR CONSOLE with nanoe™X
CS-Z35XKRW CS-ZL2XKRW CS-Z50XKRW CS-Z60XKRW CS-ZT1XKRW CS-Z25UD3RAW CS-Z35UD3RAW CS-Z50UD3RAW CS-Z60UD3RAW CS-Z25UFRAW CS-Z35UFRAW CS-Z50UFRAW
Capacity KW 25 35 42 5.0 6.0 7.1 Capacity KW 25 35 5.0 60 25 35 5.0
Power Source Single Phase 240V, 50Hz Power Source Single Phase 240V, 50Hz
ol Fressie Cooling - 42/27/21 46/28/21 46/33/30 46/36/30 49/38/35 Sound' P;elssure Cooling ] 35/29 35/28 41/31 43/32 40/27 41/28 46/33
v dB(A) Level (H/L IO B e s . .
] Heating 42/29/23 46/31/24 46/34/30 46/36/30 50/38/35 LileEfil) 36/29 37129 41132 43034 4o/21 “z 48/35
Coolin 51 51 57 59 56 57 62
- Cooling 58/43/37 62/44/37 62/49/46 62/52/46 65/54/51 67/55/52 fz&:ﬂ:f‘”” g dB(A)
Tl dB(A) Heating 52 53 57 59 56 57 64
Heating 58/45/39 62/47/40 62/50/46 62/52/46 66/54/51 87/ -
Airflow Cooling/Heating | L/s 175/175 187/187 255/255 262/262 163/173 170/182 198/227
Airflow Cooling/Heating | L/s 188/200 193/202 193/202 208/228 328/338 352/367
Height mm 200 200 200 200 600 600 600
Height mm 20 290 290 290 29 29 Dimensions Width mm 750 750 750 750 750 750 750
Dimensions Width mm 779 779 779 779 1,040 1,060 Depth mm 640 640 640 640 207 207 207
Depth mm 209 209 209 209 24 24 Net Weight kg 19 19 19 19 13 13 13
Net Weight kg 8 8 8 8 12 13 Refrigerant Pipe ‘ Liquid Side mm 06.35 6.35 0635 06.35 56.35 0635 56.35
Diameter . - -
) _ Liquid Side o 5635 0635 5635 5635 5635 5635 ‘ Gas Side mm 09.52 59.52 09.52 012707 09.52 09.52 09.52
Refrigerant Pipe
Dimmeiar Gas Side mm 09.52 09.52 09.52" 09.52" 012.70” 012,703
*For connection to CU-2Z52VBR, indoor Sound Pressure Level (Heating] is 46/35/31 and Sound Power Level [Heating) is 62/51/47. OUTDOOR U N IT
WALL-MOUNTED RZ SERIES
MODEL CU-2252VBR CU-3Z54VBR CU-4ZTIVBR CU-4Z80VBR
CS-MRZ20WKR CS-RZ25XKRW CS-RIZ3SXKRW CS-RZG2XKRW CS-RZ50XKRW CS-RZ6OXKRW CS-RITIXKRW
Power Source Single Phase 240V, 50Hz
Capacity kW 20 25 35 42 5.0 60 7.4
Cooling Operation ‘ Capacity (min-max] KW 5.20 (1.50-6.00) 5.40 (1.80-7.30) 7.10(1.90-8.80) 8.00 (2.30-9.20) 10.00 (2.30-11.50)
Power Source Single Phase 240V, 50Hz
Maximum Connectable Capacity KW 7.7 9.5 15 16.7 183
Coolin 42/27/24 42/27/21 46/28/21 46/33/30 46/36/30 49/38/35 51/39/36
fz&:ﬂ:ﬁé‘ﬁ] g dB(A) Maximum Connectable Indoors Units 2 3 4 4 5
Heating 42/29/26 42/29/23 46/31/24 46/34/30 46/36/30 50/38/35 51/39/36
Running Current A 59 5.1 7.4 8.9 1.8
7 7 49/ 4
Sound Power Cslitg dBIAl 58/43/40 58433 s2uls s2/es/ee s2/52/k 85154751 87155052 Electrical Data Power Input (min-max) | kW 1.35(0.25-1.62) 1.12(0.36-2.18) 1.6 (0.34-2.47) 1.98(0.42-2.87) 2.60 (0.43-3.59)
Lol (L) Heat: 58/45/42 58/45/39 2/47/40 0/46 2/52/46 4/51 7/55/52
eating DR S B oo B SO o AEER/EER w/w 3.79/3.85 474/ 482 4.23/4.28 4.00/4.04 3.81/3.85
Airflow Cooling/Heating | L/s 188/198 188/200 193/202 193/202 208/228 328/338 352/367 Saiig) Fress Level dBIA) 51 48 49 51 53
Noise (H)
Height mm 290 290 290 290 290 295 295 Sound Power Level dB(A) 66 62 63 67 69
Dimensions Width mm 779 779 779 779 779 1,040 1,040 Heating Operation Capacity kw 6.10(1.10-7.20) 7.00 (1.60-9.00) 8.50 (3.00-10.70) 12.00 (3.40-14.50)
Depth mm 209 209 209 209 209 24 24 Running Current A 6.2 68 86 9.3 12.1
Net Weight kg 8 8 8 8 8 12 13 Electrical Data Power Input [min-max) kW 1.43(0.21-1.90) 1.54(0.32-2.63) 1.95(0.50-2.72) 2.03(0.50-3.42) 2.76 (0.58-4.02)
ACOP/COP w/w 4.21/4.27 4.32/4.36 4.58/4.63 431/4.35
Refrigerant Pipe Liquid Side mm 86.35 86.35 86.35 06.35 86.35 06.35 56.35 4 58/4.63
I Gas Side mm 09.52 09.52 09.52 09.52" 09.52" 012.70” 012.70°% - Sound Pressure Level dBIA) 53 49 51 52 56
oise
Sound Power Level dB(A) 68 63 65 68 72
*For connection to CU-2Z52VBR, indoor Sound Pressure Level (Heating] is 46/35/31 and Sound Power Level [Heating) is 62/51/47.
. Maximum Current A 115 15.2 15.6 19.0 213
MINI CASSETTE with nanoe™X MINI CASSETTE
Starting Current A 6.4 7.0 8.8 9.7 125
$-25PY3E S$-36PY3E S$-50PY3E S$-60PY3E CS-I25UBGRAW | CS-Z35UBARAW | CS-ZSO0UBLRAW | CS-Z60UBARAW
Compressor Output w 900 1300 1300 1700 1700
Capacity KW 25 35 5.0 6.0 25 35 5.0 6.0 -
Height mm 619 795 795 999 999
Power S Single Phase 240V, 50H - -
ower souree nole Phase : Dimensions Width mm 824 (+70) 875 (+95) 875 1+95) 940 940
Sound Pressure Cooling o 33/27 36/27 41729 45/33 36/27 36/28 40/30 45/36 Depth - 299 20 20 20 20
Level (H/L) ) I e ) I ; s
Heating 33/27 36/27 41/29 41/31 47/34 Net Weight kg 39 7 72 80 81
Sound Power Cooling < 48 51 56 60 52 52 56 61 Power Supply Outdoor Outdoor Outdoor Outdoor Outdoor
Level (H)
o Heating 48 51 56 60 53 55 57 63 Pipe Length Range (1 room m 3-20 3-25 3-25 3-25 3-25
Airflow Cooling/Heating | L/s 142/142 158/158 200/200 233/233 175/180 175/195 192/197 237/253 Maximum Pipe Length (Total) ** m 30 50 60 70 80
Height mm 243 (30) 243 (30) 243 (30) 243 (30) 260 (51) 260 (51) 260 (51) 260 (51) Refrigerant Liquid Side mm 06.35 06.35 06.35 06.35 06.35
Pipe Diameter
Dimensions Unit Width mm 575 (625) 575 (625) 575 (625) 575 (625) 575 (700) 575 (700) 575 (700) 575 (700) " a5 8k ) 99.52 89.52 99.52 89.52 99.52
(Fascia Panel) o
Depth mm 575 (625) 575 (625) 575 (625) 575 (625) 575(700) 575 (700) 575 (700) 575(700) ) Cooling el -10-+46 -10-+46 -10-+46 -10-+46 -10-+46
Operating Range
Net Weight kg 15 15 15 15 18 18 18 18 Heating (°C) 15~+24 5~+24 15~+24 5~+24 15~+24
Refrigerant Pipe Liquid Side il 0635 5635 5635 5635 5635 0635 0635 5635 ** Additional Gas might be required for some models, refer to Technical Manual for details.
Diameter N N N N N o Rating Conditions
Gas Side mm 09.52" 9.52" 89.52" 012.707 09.52 09.52 09.52" 012.70?

Cooling Heating

*1CZ-MATPA is to be used to reduce the connection size on the indoor unit from 1/2" to 3/8". ~ B o o, =
*2 CZ-MAZPA is to be used to increase the connection size on the outdoor unit from 3/8” to 1/2° Inside air temperature 27°C DB/19°CWB 20°C DB
*3 CZ-MA3PA is to be used to reduce the connection size on the indoor unit from 5/8" to 1/2",

10 Outside air temperature 35°C DB 7°C DB /6°C WB "




