
 
Dear Partner 
 
This outlines your execution of the Panasonic BIOS utility recommended for affected FZ-G1 Mk1-2-3 
Toughpad tablets. This will reduce charging from 4.2 volts to 4.0 and reduce the peak operating 
settings of batteries, and is located for all partners here : ftp://ftp.panasonic.com/computer/fzg1/FZ-
G1_BIOS_Tool. 
 
Information about the BIOS utility: 
* Can be ran on all Windows Operation System versions 
* The G1 “must” be plugged into an external power source (proper AC Adaptor) 
 
Procedure to run ChgEnvmt FZG1 BIOS Setting: 
1.Uncompress ChgEnvmt.zip file 
2.Ensure ChgEnvmt.exe and Hightemp_restart.bat file are included in same path/folder. 
3.Run Hightemp_Restart.bat File. 
4. Restart the devce 
 
Please Note: 
- Battery indicator LED may blink green after executing this program, depending on 
  the battery conditions. If so, leave the system until the indicator LED stops 
  blinking and becomes green with the battery installed. This is part of the standard process, and does 
not indicate the utility was not successful. 
 
- After the file has been executed it will generate a Result.txt file.  The result.txt 
  file will contain values associated with the installation.  Here is the information 
  of the values generated running the BIOS utility and their meaning: 
 
Return Value: 
0   =   BIOS update was completed successfully. ** This can be verified by entering BIOS 
        on the FZ-G1 and viewing the Environment setting and confirming that this setting 
        now displays “High Temperature” 
1   =   Error (Not target OS) 
2   =   Error (Not installed “System Interface Device – 0021”) 
3   =   Error (Not target models).  * The model number is NOT “FZ-G1mk1, mk2 or mk3” 
99  =   Error (Others). * If this tool is executed on “FZ-G1mk4” 
 
This completes the procedure. Thankyou for your support 



BIOS ユーティリティソフト実行手順書：  
以下のバッチファイルのいずれかをダブルクリックしてください。  
1)Hightemp.bat  
発熱の可能性を軽減する処理が実行されます。実行後、OSが自動的に再起動しません。  
※ このバッチファイルを有効にするためには、OSの再起動が必要です。  
実行結果は、result.txt に格納されます。  
“0“と書き込まれていれば成功です。  
2)Hightemp_restart.bat  
発熱の可能性を軽減する処理が実行されます。実行後、OSが自動的に再起動します。  
実行結果は、result.txt に格納されます。  
“0“と書き込まれていれば成功です。  
注意事項：  
- バッテリの状態によっては、本プログラムの実行後、バッテリLEDが緑点滅する場合があります。  
その場合には、電池を装着したまま、バッテリLEDの点滅が止まるまでお待ちください。  
この現象は故障ではありません。  
以上 


