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≥To enjoy multi-channel surround sound DVD-Video, connect an 
amplifier with Dolby Digital, DTS and MPEG decoders.
[Required]setting] 
“Digital Audio Output” in the Setup menu (➡ 62)
≥When this unit is connected to an amplifier with an optical digital 

audio cable and connected to a television with an HDMI cable, you 
can enjoy the highest quality of audio from the disc by setting 
“Digital Audio Output” to “Optical Only” in the Setup menu (➡ 64). 
In this case audio is only output from the amplifier not the 
television.
≥Before purchasing an optical digital audio cable (not included), 

check the terminal shape of the connected equipment.
≥You cannot use DTS Digital Surround decoders not suited to DVD.

When connected to an HDMI compatible unit, an uncompressed digital audio and video signal is transmitted. You can enjoy high quality, digital 
video and audio with just one cord. When connecting to an HDMI-compatible HDTV (High Definition Television), the output can be switched to 
1080p, 1080i or 720p HD video.
≥Video sources converted to 1920k1080 resolution, while of high quality, will exhibit somewhat lower subjective image resolution than true, 

native 1080p full-HD sources. See dealer for details.
≥Please use High Speed HDMI Cables that have the HDMI logo (as shown on the cover).
≥When outputting 1080p signal, please use HDMI Cables 5.0 meters or less.

[Note]
≥If you are connecting to a TV that is only compatible with 2 channel audio output, audio with 3 channels or more will be down mixed (➡ 84) and 

output as 2 channels, even if connecting with an HDMI cable. (Some discs cannot be down mixed.)
≥You cannot connect this unit to DVI devices that are incompatible with HDCP.

For units compatible with HDCP (High-Bandwidth Digital Content Protection) copyright protection that are equipped with a digital DVI input 
terminal (PC monitors, etc.):
Depending on the unit, images may not display properly or at all when connecting with a DVI/HDMI switching cable. (Audio cannot be output.)

Connecting an amplifier with a digital 
input terminal
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Optical digital audio cable
Do not bend sharply when 
connecting.

This unit’s rear panel

Insert fully, with 
this side facing 
up.

Amplifier’s rear panel

Connecting a stereo amplifier
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Connecting with an HDMI compatible television and receiver

Regarding VIERA Link “HDAVI ControlTM” function
When connecting with a Panasonic TV (VIERA) or a receiver equipped with the “HDAVI Control” function, linked operations would be 
possible. [➡ 36, Linked operations with the TV (VIERA Link “HDAVI ControlTM”)]
≥Non-HDMI-compliant cables cannot be utilised.
≥It is recommended that you use Panasonic’s HDMI cable.

Recommended part number:
RP-CDHG10 (1.0 m), RP-CDHG15 (1.5 m), RP-CDHG20 (2.0 m), RP-CDHG30 (3.0 m), RP-CDHG50 (5.0 m), etc.
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[Required]setting] 
≥Set “Digital Audio Output” to 

“HDMI and Optical” (➡ 64).
(The default setting is “HDMI and 
Optical”.)
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Additional connections

Connecting a television and VCR

Connecting to a television with 21-pin Scart terminal
You can also connect with the AV1 terminal on this unit using the 
21-pin Scart cable.
If your television is equipped with RGB input capability, by connecting with 
a fully wired 21-pin Scart cable you can see video using RGB output on 
this unit.
[Required]setting]
“AV1 Output” in the Setup menu (➡ 64)
Connecting to a VCR with 21-pin Scart terminal
You can also connect with the AV2 terminal on this unit using the 
21-pin Scart cable.
[Required]setting]
“AV2 Input” in the Setup menu (➡ 64)

Connect the unit directly to the television
If you connect the unit through an AV selector or 
video cassette recorder to the television, video 
signal will be affected by copyright protection 
systems and the picture may not be shown 
correctly.
≥When connecting to a television with a 

built-in VCR
Connect to the input terminals on the television 
side if there are both television and VCR input 
terminals.

Connecting an Analogue television and VCR
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1

To the aerial

Aerial cable
Cooling fan

RFcoaxial cable

This unit’s rear panel

Analogue television’s rear panel

VCR’s rear panel

AC mains lead
(included)
Connect only after all other 
connections are complete.

RFcoaxial cable 
(included)

To household mains socket
(AC 220 to 240 V, 50 Hz)

Audio/Video cable
(included)

Audio/Video cable

Red White Yellow

Red White Yellow

Red White Yellow

Red White Yellow

Other connections 
(➡ 8, 68)
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Connecting a Digital television and VCR
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Splitter
To household mains socket
(AC 220 to 240 V, 50 Hz)

Audio/Video cable
(included)
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Red White Yellow

Other connections 
(➡ 8, 68)

Aerial cable

Aerial cable

A
dd

iti
on

al
 c

o
n

n
ec

tio
n

s

DMREX78&88GN-RQT9088-L_eng.book  71 ページ  ２００８年４月１日　火曜日　午後６時３８分



72
RQT9088

Frequently asked questions

Refer to the following items if you have any doubts about unit operations.

Disc

Recording

Set up Page

Which aerial is suitable for receiving 
digital terrestrial broadcasts?

≥You can use your current aerial. However, depending on the area where you live, a new 
aerial may be necessary. Consult your local TV aerial installer.

—

Can this unit receive or record High 
Definition (HD) broadcasts?

≥No, this unit cannot receive or record High Definition (HD) broadcasts. —

What equipment is necessary to play 
multi channel surround sound?

≥You cannot playback multi-channel sound on this unit without other equipment. You must 
connect this unit with an HDMI cable or an optical digital cable to an amplifier with a 
built-in (Dolby Digital, DTS or MPEG) decoder.

69

Are the headphones and speakers 
directly connected to the unit?

≥You cannot directly connect them to the unit. Connect through the amplifier etc. 69

The television has both S VIDEO IN 
terminal and COMPONENT VIDEO IN 
terminals. Which terminal should I 
connect with?

≥Connecting with the component video out terminal provides a more vivid picture 
compared to connecting with the S Video out terminal.
If you have an LCD/plasma television or LCD projector compatible with progressive scan, 
connect through the component video terminals for high-quality progressive video.
If you have a CRT television or a multi system television using PAL mode that is 
compatible with progressive scan, we cannot recommend progressive output as some 
flickering can occur.

68

Is my television progressive output 
compatible?

≥All Panasonic televisions that have 576 (625)/50i · 50p, 480 (525)/60i · 60p input terminals 
are compatible. Consult the manufacturer if you have another brand of television.

—

Can I play DVD-Video and Video CDs 
bought in another country?

≥You cannot play DVD-Video if their region number does not include “4” or “ALL”.
Refer to the disc’s jacket for more information.

Cover

Can a DVD-Video that does not have a 
region number be played?

≥The DVD-Video region number indicates the disc conforms to a standard. You cannot play 
discs that do not have a region number. You also cannot play discs that do not conform to 
a standard.

—

Please tell me about disc compatibility 
with this unit.

≥This unit records and plays DVD-R, DVD-RW (DVD-Video format), +R, and +RW, and 
plays DVD-RW (DVD Video Recording format). However you cannot directly record to a 
DVD-R DL or +R DL disc on this unit (playback and copy are possible).
≥This unit also records and plays high speed recording compatible DVD-R, DVD-R DL, 

DVD-RW, +R, +R DL, +RW discs.

10–11

—

Please tell me about CD-R and CD-RW 
compatibility with this unit.

≥This unit plays CD-R/CD-RW discs which have been recorded in one of the following 
standards: CD-DA, Video CD, DivX, MP3 and still pictures (JPEG).
≥You cannot write to a CD-R or CD-RW with this unit.

11, 13

—

Can I record from a commercially 
purchased video cassette or DVD?

≥Most commercially sold video cassettes and DVD are copy protected; therefore, recording 
is usually not possible.

—

Can DVD-R, DVD-R DL, DVD-RW 
(DVD-Video format), +R, +R DL and 
+RW recorded on this unit be played on 
other equipment?

≥You can play on compatible equipment such as DVD players after finalising the disc on 
this unit. However, depending on the condition of the recording, the quality of the disc and 
capabilities of the DVD player, play may not be possible.
≥If you play a DVD-R DL, +R DL or +RW, use compatible equipment.

—

—

Can a digital audio signal from this unit 
be recorded to other equipment?

≥You can record if using the PCM signal. When recording DVD, change the “Digital Audio 
Output” settings to the following in the Setup menu.
– PCM Down Conversion: On
– Dolby Digital/DTS/MPEG: PCM
However, only as long as digital recording from the disc is permitted and the recording 
equipment is compatible with a sampling frequency of 48 kHz.
≥You cannot record MP3 signals.

62

—

(Analogue broadcast only)
Can I switch to bilingual broadcast 
during recording?

≥With HDD and DVD-RAM, you can. Just press [AUDIO].
(When “Rec for High Speed Copy” is set to “Off”)
≥With DVD-R, DVD-RW (DVD-Video format), +R, +RW you cannot. Change before 

recording with “Bilingual Audio Selection” in the Setup menu.

28

62

Can I high speed copy to a disc? ≥Yes, you can. (When “Rec for High Speed Copy” was set to “On” before recording the 
programme.)
Depending on the disc type, the maximum speed varies.

45
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Music

Language code list Enter the code with the numbered buttons.

TV Guide Page

Is it possible to programme a recording, 
with a start and end time that are 
different from the TV Guide system?

≥You can manually change the start and end time of programmes in the Timer Recording 
menu.

24

Can I receive TV Guide system data via 
a connected satellite receiver or a Set 
Top Box?

≥No, only via the built-in tuner. To perform timer recordings with satellite receivers or Set 
Top Boxes, please use your unit’s manual timer programming.

24

How can I cancel a TIMER 
programming?

≥Press [PROG/CHECK] and select the desired entry and then press [DELETE ¢]. 25

What happens when I unplug the unit 
from the household mains socket?

≥The TV Guide data will not be updated. 
≥If the unit is disconnected from the household mains socket for a longer period of time, 

the TV Guide data will be lost. 
≥Clock setting will be erased and timer recording will not work.

—
—

—

USB

What can or cannot be done using the 
USB port on this unit?

≥You can play DivX, MP3 or still picture (JPEG) files on a USB memory.
≥You can copy still pictures (JPEG) files on a USB memory to the HDD or DVD-RAM.
≥You can copy MP3 files on a USB memory to the HDD.
≥[EX88] You can connect a video equipment and copy SD Video to the HDD or DVD-RAM
≥Data on the HDD or a disc cannot be transferred to a USB memory.
≥Data on a USB memory cannot be edited or a USB memory cannot be formatted on this 

unit.
≥Some USB memories cannot be used with this unit.

30
50
52
49
—
—

12

What will happen if I try to record the 
same CD multiple times?

≥New album will be made following the existing album. —

Can I transfer the music tracks from HDD 
to the disc or USB memory?

≥No, you cannot. —

Abkhazian: 6566
Afar: 6565
Afrikaans: 6570
Albanian: 8381
Amharic: 6577
Arabic: 6582
Armenian: 7289
Assamese: 6583
Aymara: 6589
Azerbaijani: 6590
Bashkir: 6665
Basque: 6985
Bengali; Bangla:

6678
Bhutani: 6890
Bihari: 6672
Breton: 6682
Bulgarian: 6671
Burmese: 7789
Byelorussian: 6669
Cambodian: 7577

Catalan: 6765
Chinese: 9072
Corsican: 6779
Croatian: 7282
Czech: 6783
Danish: 6865
Dutch: 7876
English: 6978
Esperanto: 6979
Estonian: 6984
Faroese: 7079
Fiji: 7074
Finnish: 7073
French: 7082
Frisian: 7089
Galician: 7176
Georgian: 7565
German: 6869
Greek: 6976
Greenlandic: 7576
Guarani: 7178

Gujarati: 7185
Hausa: 7265
Hebrew: 7387
Hindi: 7273
Hungarian: 7285
Icelandic: 7383
Indonesian: 7378
Interlingua: 7365
Irish: 7165
Italian: 7384
Japanese: 7465
Javanese: 7487
Kannada: 7578
Kashmiri: 7583
Kazakh: 7575
Kirghiz: 7589
Korean: 7579
Kurdish: 7585
Laotian: 7679
Latin: 7665
Latvian, Lettish: 7686

Lingala: 7678
Lithuanian: 7684
Macedonian: 7775
Malagasy: 7771
Malay: 7783
Malayalam: 7776
Maltese: 7784
Maori: 7773
Marathi: 7782
Moldavian: 7779
Mongolian: 7778
Nauru: 7865
Nepali: 7869
Norwegian: 7879
Oriya: 7982
Pashto, Pushto: 8083
Persian: 7065
Polish: 8076
Portuguese: 8084
Punjabi: 8065
Quechua: 8185

Rhaeto-Romance:
8277

Romanian: 8279
Russian: 8285
Samoan: 8377
Sanskrit: 8365
Scots Gaelic: 7168
Serbian: 8382
Serbo-Croatian: 8372
Shona: 8378
Sindhi: 8368
Singhalese: 8373
Slovak: 8375
Slovenian: 8376
Somali: 8379
Spanish: 6983
Sundanese: 8385
Swahili: 8387
Swedish: 8386
Tagalog: 8476
Tajik: 8471

Tamil: 8465
Tatar: 8484
Telugu: 8469
Thai: 8472
Tibetan: 6679
Tigrinya: 8473
Tonga: 8479
Turkish: 8482
Turkmen: 8475
Twi: 8487
Ukrainian: 8575
Urdu: 8582
Uzbek: 8590
Vietnamese: 8673
Volapük: 8679
Welsh: 6789
Wolof: 8779
Xhosa: 8872
Yiddish: 7473
Yoruba: 8979
Zulu: 9085
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Messages

On the television Page

Authorisation Error. ≥You are trying to play the DivX VOD content that was purchased with a different 
registration code. You cannot play the content on this unit. (DivX)

30

Cannot finish recording completely. ≥The programme was copy-protected. 
≥The HDD or disc may be full.
≥The maximum number of programme has been exceeded.

—
—
21

Cannot playback.
TV system is different from the 
setting.
To playback, please change the TV 
System in Setup.

≥You tried to play a title recorded using a different encoding system from that of the TV 
system currently selected on the unit.
Alter the “TV System” setting on this unit to suit.

64

Cannot record to the disc. ≥The disc may be dirty or scratched. 14

Unable to format.

Cannot play on this unit. ≥You tried to play a non-compatible image.
≥Turn the unit off and re-insert the card.

13
14

Cannot record. Disc is full. ≥[HDD] [RAM] [-RW‹V›] [+RW] Create space by deleting any unnecessary titles.
[Even if you delete recorded content from the DVD-R, DVD-R DL, +R or +R DL there is 
no increase in disc space. Available space on DVD-RW (DVD-Video format) and +RW 
increases only when the last recorded title is deleted.]
≥Use a new disc.

19, 39, 
57

—

Cannot record. Maximum number of 
titles exceeded.

No Disc ≥The disc may be upside down. —

No folders. ≥There is no compatible folder in this unit. 13

No SD CARD
No valid SD card.
[EX88]

≥The card is not inserted. If this message is displayed with a compatible card already 
inserted, turn off the unit, remove and then re-insert the card.
≥The card inserted is not compatible or the card format does not match.

14

12

Not enough space in the copy 
destination.

≥Create space by deleting any unnecessary items.

≥Delete one or more items registered on the copy list to ensure that the “Destination 
Capacity” is not exceeded.

19, 39, 
43, 57

48, 51, 
53

This is a non-recordable disc. ≥The unit cannot record on the disc you inserted. Insert a DVD-RAM or unfinalised 
DVD-R, DVD-RW (DVD-Video format), +R or +RW.
≥You inserted an unformatted DVD-RAM, DVD-RW, +R, +R DL or +RW.
≥You cannot directly record to a DVD-R DL and +R DL disc on this unit. Record to the 

HDD and then copy to the disc.

10

57
—

This disc is not formatted properly.
Format it using DVD Management in 
FUNCTION MENU.

Not enough space on HDD. Space 
of 4 hours (in SP mode) is 
necessary.

Maximum number of titles is 
recorded on HDD. Please delete 
unwanted titles.

≥[-R]DL] [+R]DL] It is not possible to copy when there is not enough free space on the HDD 
or when the total number of the recorded titles on the HDD and the titles to be copied are 
greater than 499.
Delete unwanted titles from the HDD.

19

Rental Expired. ≥The DivX VOD content has zero remaining plays. You cannot play it. (DivX) 31

$ ≥The operation is prohibited by the unit or disc. —
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On the unit’s display
The following messages or service numbers appear on the unit’s display when something unusual is detected during startup and use.

§ The message are alternately displayed.

Page

DVD 
(“∑” stands for a number.)

≥The remote control and main unit are using different codes. Change the code on the remote control.

Press and hold [OK] and the indicated number button at the same time for more 
than 5 seconds.

65

GUIDE ≥TV Guide data is being downloaded. 66

HARD ERR§ ≥If there is no change after turning the unit on and off, consult the dealer where the unit was purchased. —

NoERAS ≥You cannot delete items on this disc.
The disc may be damaged. Use a new disc.

—

NoREAD ≥The disc is dirty or badly scratched. The unit cannot record, play, or edit.
≥This message may appear when the DVD lens cleaner has finished cleaning. 

Press [< OPEN/CLOSE] on the main unit to eject the disc.

14
5

NoWRIT ≥You cannot write to this disc.
The disc may be damaged. Use a new disc.

—

PLEASE WAIT§ ≥There was a power failure or the AC plug was disconnected while the unit was on. The unit is carrying 
out its recovery process. This process restores the unit to normal operation. The unit is not broken. Wait 
until the message disappears.

—

PROG FULL§ ≥There are already 32 timer programmes. Delete unnecessary timer programmes. 25

REMOVE ≥The USB device is drawing too much power. Remove the USB device. —

SP 35:50 
LP 151h
“SP”,”LP” and the numbers 
are examples.

≥Available space on the HDD or disc.
The example “SP 35:50” is displayed when less than 100 hours are available and the example “LP 
151h” is displayed when over 100 hours are available.
“SP” and “LP” are recording modes, “35:50” means “35 hours 50 minutes” and “151h” means “151 
hours”.

—

SW-DL ≥The unit is performing a software update. 66

UNFORMAT§ ≥You inserted an unformatted DVD-RAM, DVD-RW, +RW, an unused +R, +R DL, or DVD-RW 
(DVD-Video format) that has been recorded on other equipment.
Format the disc to use it.
However all the recorded contents on the disc are deleted.

57

UNSUPPORT§ ≥You have inserted a disc the unit cannot play or record on.
≥You tried to operate with a non-compatible USB memory.

10–11
12

F74 ≥The HDMI connection could not be authenticated due to a transfer malfunction.
Consult the dealer where the unit was purchased.

—

F75 ≥The HDMI connection could not be authenticated due to an internal data malfunction.
Consult the dealer where the unit was purchased.

—

U59 ≥The unit is hot.
The unit switches to standby for safety reasons. Wait for about 30 minutes until the message 
disappears.
Select a position with good ventilation when installing the unit. Do not block the cooling fan on the rear 
of the unit.

—

U61 ≥(When a disc is not inserted) Displays when a malfunction has occurred during recording, playback or 
copy. This is displayed when the unit is in the recovery process to return to normal operation; it is not 
broken. Once the display clears you can use the unit again.

—

U76 ≥HDMI cannot be output because you are connected to a model that does not support copyright 
protection.

—

U80
U81
U99

≥The unit fails to operate properly. Press [/I] on the main unit to switch the unit to standby mode. Now 
press [/I] on the main unit again to turn the unit on.

—

U88 ≥(When a disc is inserted) Displays when there was something unusual detected with the disc while 
recording, playback or copy. This is displayed when the unit is in the recovery process to return to 
normal operation; it is not broken. Once the display clears you can use the unit again.

76

H or F ≥There is something unusual. (The service number displayed after H and F depends on the unit’s 
condition.)
≥Check the unit using the troubleshooting guide. If the service number does not disappear, do the 

following.
1. Disconnect the plug from the household mains socket, wait a few seconds, then reconnect it.
2. Press [/I] to turn the power on. (The unit may be fixed.)
If the service number does not disappear despite after doing the above, request service from the 
dealer. Inform the dealer of the service number when requesting service.

—

76–82

X HOLD ≥The Child Lock function is activated.
Press and hold [OK] and [RETURN] at the same time until “X HOLD” disappears.

67
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Troubleshooting guide

Before requesting service, make the following checks. If you are in doubt about some of the check points, or if the solutions indicated in the chart 
do not solve the problem, consult your dealer for instructions.

The following do not indicate a problem with this unit:

Displays

TV screen and video

≥Regular disc rotating sounds.
≥Poor reception due to atmospheric conditions.
≥Image disturbance during search.
≥Interruptions in reception due to periodic satellite broadcasting 

breaks.
≥Operations are slow to respond in power save mode.
≥Operations do not work due to a poor-quality disc. (Try again using a 

Panasonic disc.)

≥The unit freezes due to one of its safety devices being 
activated. (Press and hold [/I] on the main unit for 10 
seconds.)
≥When the unit is turned on or off, there may be an unexpected 

sound. This does not indicate a problem with this unit.

Power Page

No power. 

The unit does not turn on 
pressing [ DVD]. 

≥Insert the AC mains lead securely into a known active household mains socket. 8, 70, 71

The unit switches to standby 
mode.

≥One of the unit’s safety devices is activated. Press [/I] on the main unit to turn the unit on. —

The power is turned off 
automatically.

≥If you connected this unit to a “HDAVI Control” compatible TV with an HDMI cable, this unit will 
be automatically set to standby mode when the TV is set to standby mode. 

36

The display is dim. ≥Change “FL Display” in the Setup menu. 63

“0:00” is flashing on the unit’s 
display.

≥Set the clock. 65

The time recorded on the disc 
and the available time shown do 
not add up. 
The displayed time of this unit is 
different from the actual 
recording time or MP3 recording 
time.

≥Times shown may disagree with actual times.
≥Available recording space on DVD-RW (DVD-Video format) or +RW increases only when the 

last recorded title is deleted. It does not increase if other titles are deleted.
≥Even if you delete recorded content from the DVD-R, DVD-R DL, +R or +R DL, there is no 

increase in disc space.
≥More disc space than the actual recording time is used after recording or editing the DVD-R, 

DVD-R DL, +R or +R DL 200 times or more.
≥While searching, the elapsed time may not display correctly.

—
—

—

—

—

The clock is not correct. ≥Under adverse reception conditions, etc., the automatic time correction function may not work. 
In this case, “Automatic” is automatically turned to “Off”. If re-setting the Auto Clock Setting 
does not work, set the time manually.

65

Compared to the actual recorded 
time, the elapsed time displayed 
is less.
(Only when recording in NTSC)

≥The displayed recording/play time is converted from the number of frames at 29.97 frames 
(equal to 0.999 seconds) to one second. There will be a slight difference between the time 
displayed and the actual elapsed time (e.g., actual one-hour elapsed time may display as 
approximately 59 minutes 56 seconds). This does not affect the recording.

—

“U88” is displayed and the disc 
cannot be ejected.

≥The unit is carrying out the recovery process. Do the following to eject the disc.
1 Press [/I] on the main unit to switch the unit to standby.

If the unit doesn’t switch to standby, press and hold [/I] on the main unit for about 
10 seconds. The unit is forcibly switched to standby.

2 While the unit is off, press and hold [∫] and [CH W]on the main unit at the same time for 
about 5 seconds. Remove the disc.

—

Television reception worsens 
after connecting the unit.

≥This can occur because the signals are being divided between the unit and other equipment. 
It can be solved by using a signal booster, available from audio-visual suppliers. If it is not 
solved by using a signal booster, consult the dealer.

—

The digital channel information or 
control panel does not appear.

≥Select the length of time (3–10 sec.) that the “On-Screen Messages” in the Setup menu will 
be displayed.
≥The digital channel information will not appear during playback or recording.
≥Analogue broadcasts do not support the digital channel information.
≥The control panel is only displayed when connected to a TV with “HDAVI Control 2” or “HDAVI 

Control 3” function.

63

—
—
37

The grey background does not 
appear.

≥Select “On” in “Grey Background” in the Setup menu. 63

Picture does not appear during 
timer recording.

≥Timer recordings work regardless whether the unit is on or off. To confirm the timer recording 
is going to work properly, turn the unit on.

—

The 4:3 aspect ratio picture 
expands left and right.

Screen size is wrong.

≥Use the television to change the aspect. If your television does not have that function, set 
“Progressive” in the Picture menu to “Off”.
≥Check the settings for “TV Aspect” in the Setup menu.
≥If you connect an HDMI cable, set “Aspect for 4:3 Video” to “16:9” in the Setup menu.
≥By setting “Aspect for Recording” to “Automatic”, there is a chance that the recording will be 

made using the wrong aspect. Match the aspect settings to the broadcast when recording. 
≥Set “Rec for High Speed Copy” to “On”, and set the “Aspect for Recording” to “4:3”.

It may be possible to adjust the display mode on the TV. Refer to your television’s operating 
instructions.

54

64
64
61

61

The screen changes 
automatically.

≥The display may turn to the screen saver mode automatically if there is no operation for 
5 minutes or more. Press [OK] to return to the previous screen.

—
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Sound

TV screen and video (continued) Page

The recorded title is stretched 
vertically.

≥16:9 aspect programmes are recorded in 4:3 aspect in the following cases. 
– [-R] [-R]DL] [-RW‹V›] If you recorded or copied using “EP” or “FR (recordings 5 hours or longer)” 

recording mode.
– If you recorded or copied to a +R, +R DL or +RW.
– If you recorded with the “Aspect for Recording” set to “4:3” in the Setup menu. 

When you want to record 16:9 programme in the same aspect, set “Rec for High Speed 
Copy” to “On”, and set the “Aspect for Recording” to “16:9”.

– By setting “Aspect for Recording” to “Automatic”, there is a chance that the recording will be 
made using the wrong aspect. Match the aspect settings to the broadcast when recording.

It may be possible to adjust the display mode on the TV. Refer to your television’s operating 
instructions.

—

—
61

61

There is a lot of after-image when 
playing video.

≥Set “Playback NR” in the Picture menu to “Off”. 54

When playing DVD-Video using 
progressive output, one part of 
the picture momentarily appears 
to be doubled up.

≥Set “Progressive” in the Picture menu to “Off”. This problem is caused by the editing method or 
material used on DVD-Video, but should be corrected if you use interlace output.

54

There is no apparent change in 
picture quality when adjusted 
with the Picture menu in the on-
screen menus.

≥The effect is less perceivable with some types of video. —

The images from this unit do not 
appear on the television.

Picture is distorted.

≥Make sure that the television is connected to the VIDEO OUT terminal, S VIDEO OUT 
terminal, COMPONENT VIDEO OUT terminals or HDMI terminal on this unit.
≥Make sure that the television’s input setting (e.g., AV 1) is correct.
≥Progressive output is set to on but the connected television is not progressive compatible. 

Press and hold [∫] and [1] (PLAY) on the main unit at the same time for more than 5 seconds 
to cancel this setting. The setting will change to interlace.
≥The unit’s “TV System” setting differs from the TV system used by the disc now playing. While 

stopped, keep pressing [∫] and [< OPEN/CLOSE] on the main unit for 5 or more seconds. 
The system switches from PAL to NTSC or vice versa.
≥When this unit is connected with an HDMI cable, use a disc that matches with this unit’s TV 

system.
≥Picture may not be seen when more than 4 devices are connected with HDMI cables. 

Reduce the number of connected devices.

8, 68, 
70, 71

—
—

64

—

—

The picture is distorted during 
play, or video will not play 
correctly.

≥You may be playing a TV programme recorded with poor reception or unfavorable weather 
conditions.
≥The picture may be distorted or a black screen may appear briefly between recorded titles in 

the following situations:
– between titles recorded with different recording modes.
– between scenes recorded with different aspect ratios.
– between scenes recorded with different resolutions.
– between playlist chapters.

—

—

No sound.
Low volume.
Distorted sound.
Cannot hear the desired audio 
type.

≥Check the connections and the “Digital Audio Output” settings. Check the input mode on the 
amplifier if you have connected one.

≥Press [AUDIO] to select the audio. 
≥Turn off V.S.S. in the following cases.

– When using discs that do not have surround sound effects such as Karaoke discs.
– When playing bilingual broadcast programmes.
≥Audio may not be output due to how files were created. (DivX)
≥Audio may not be heard when more than 4 devices are connected with HDMI cables.

Reduce the number of connected devices.
≥The sound effects will not work when the bitstream signal is output from the HDMI AV OUT 

terminal or the OPTICAL DIGITAL AUDIO OUT terminal. 
≥To output audio from a device connected with an HDMI cable, set “Digital Audio Output” to 

“HDMI and Optical” in the Setup menu.
≥Depending on the connected equipment, the sound may be distorted if this unit is connected 

with an HDMI cable.
≥If recording to the HDD or a DVD-RAM when “Rec for High Speed Copy” is set to “On”, you 

can only record either the main or secondary audio of a bilingual broadcast.
If you do not intend to copy the title to a DVD-R, DVD-R DL, DVD-RW (DVD-Video format), 
+R, +R DL or +RW set “Rec for High Speed Copy” in the Setup menu to “Off”.

8, 62, 64, 
68, 69, 
70, 71

28
55

—
—

—

64

—

61

Cannot switch audio. ≥You cannot switch the audio in the following cases.
– When a DVD-R, DVD-R DL, DVD-RW (DVD-Video format), +R, +R DL or +RW disc is in the 

disc tray while DVD drive is selected.
– When the recording mode is XP and “Audio Mode for XP Recording” is set to “LPCM”.
– When “Rec for High Speed Copy” is set to “On”. (The default setting is “On”).
≥The amplifier is connected using an optical digital cable or an HDMI cable. You cannot switch 

the audio if “Dolby Digital” is set to “Bitstream”. Set “Dolby Digital” to “PCM” or connect using 
audio cables.
≥There are discs for which audio cannot be changed because of how the disc was created. 

—

62
61

62, 69

—
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Troubleshooting guide

Operation Page

Cannot operate the television.
The remote control doesn’t work.

≥Change the manufacturer code. Some televisions cannot be operated even if you change the 
code.
≥The remote control and main unit are using different codes. Change the code on the remote 

control.

Press and hold [OK] and the indicated number button at the same time 
for more than 5 seconds.

≥The batteries are depleted. Replace them with new ones.
≥You are not pointing the remote control at the main unit’s remote control signal sensor during 

operation.
≥Coloured glass may obstruct the signal reception/transmission.
≥Don’t place the signal sensor in direct sunlight or in areas that may be subject to sunlight 

exposure.
≥It may be necessary to set the code on the remote control again after changing the batteries.
≥It may be necessary to set the manufacturer code again after changing the batteries.
≥The child lock function is activated.

67

65

4
4

—
—

65
67
67

The unit is on but cannot be 
operated.

≥Recording drive or playback drive has not been selected properly.
≥Some operations may be prohibited by the disc.
≥The unit is hot (“U59” appears on the display). Wait for “U59” to disappear.
≥One of the unit’s safety devices may have been activated.

Reset the unit as follows:
1 Press [/I] on the main unit to switch the unit to standby.

If the unit doesn’t switch to standby, press and hold [/I] on the main unit for about 
10 seconds. The unit is forcibly switched to standby.
Alternatively, disconnect the AC mains lead, wait one minute, then reconnect it.

2  Press [/I] on the main unit to switch it on. If the unit still cannot be operated, consult the 
dealer.

16, 17
—
—
—

Cannot eject disc. ≥The unit is recording.
≥The unit may have a problem. While the unit is off, press and hold [∫] and [CH W]on the 

main unit at the same time for about 5 seconds. Remove the disc and consult the dealer.
If the Child Lock function is activated, above operation does not work. Cancel the Child Lock 
function.

—
67

Cannot tune channels.

Cannot download channel 
presets from the television.

≥Check the connections.
≥You must connect to a VIERA Link (HDAVI Control 3) compatible TV with a HDMI cable to 

download channel presets.

8, 70, 71
—

Startup is slow. ≥Make sure that “Quick Start” is set to “On”.
≥Startup takes time in the following situations:

– A disc other than a DVD-RAM is inserted.
– The clock is not set.
– Immediately after a power failure or the AC mains lead is connected.
– When the unit is connected with an HDMI cable.

65
—
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Recording, timer recording and copying Page

Cannot record.
Cannot copy.

≥You haven’t inserted a disc or the disc you inserted cannot be recorded on. Insert a disc the 
unit can record onto.
≥The disc is unformatted. Format the disc. [RAM] [-RW‹V›] [+R] [+R]DL] [+RW]
≥The write-protect tab on the cartridge is set to PROTECT, or the disc is protected with DVD 

Management.
≥Some programmes have limitations on the number of times they can be recorded (CPRM).
≥You cannot record when there is not enough space or when the number of titles has reached 

its limit. Delete unwanted titles or use a new disc.
≥You cannot directly record to a DVD-R DL or +R DL disc on this unit.

Record to the HDD and then copy to the disc.
≥[-R]DL] [+R]DL] In the following situations, you cannot copy. Delete unnecessary titles from the 

HDD and then copy. 
– If there is not enough space available on the HDD (If you will copy titles from the HDD to a 

blank disc and fill the entire disc, HDD disc space equivalent to 4 hours of SP mode 
recording is necessary).

– If the number of recorded titles and the number of titles to be copied has exceeded 499.
≥You cannot record and copy on finalised discs. However, you can record and copy again if 

you format DVD-RW.
≥Due to peculiarities of DVD-R, DVD-R DL, DVD-RW (DVD-Video format), +R, +R DL and 

+RW you may be unable to record onto them if you either insert and remove the disc or 
switch the unit on and off while a disc is loaded, a total of fifty times.
≥DVD-R, DVD-R DL, DVD-RW (DVD-Video format), +R, +R DL and +RW recorded on this unit 

may not be recordable on other Panasonic DVD Recorders.
≥This unit cannot record NTSC signals to discs that already have PAL signal recordings. 

(However, both types of programmes can be recorded onto the HDD.) Play of discs recorded 
with both PAL and NTSC on another unit is not guaranteed.
≥Some broadcasts are copyright protected.

10

57
56

84
19, 39, 

57
—

19, 39, 
57

—

—

—

—

—

Cannot record from external 
equipment.

≥Check that the connection is correct.
≥Select the input channel for the equipment you have connected.

23, 70, 71
—

Timer recording does not work 
properly.

≥The timer programme is incorrect or different timer programme times overlap. Correct the 
programme. 
≥The programme is not in timer recording standby. (The timer icon “F” in the timer recording 

list is not on.) 
≥Set the clock.
≥The programme information in the TV Guide system may not be correct. It is recommended 

to modify the start and end times to allow a margin of a few minutes.

25

25

65
24

Timer recording does not stop 
even when [∫] is pressed.

≥Make sure that the recording drive is selected. Press [DRIVE SELECT] to select the 
recording drive.
≥If you start recording immediately after turning on the unit while “Quick Start” is set to “On”, 

you cannot then stop recording for a few seconds.

25

—

A part or whole of a recorded 
title has been lost.

≥If there is a power failure or the plug is disconnected from the household mains socket while 
recording or editing, the title may be lost or the HDD/disc may become unusable.
You will have to format the disc ([HDD] [RAM] [-RW‹V›] [+RW]) or use a new disc. We cannot offer 
any guarantee regarding lost programmes or discs.

—

57

The programme name and the 
recorded title do not match.

≥There was a programme change after timer recording was set but the recorded title still has 
the old programme name.

—

Cannot copy to a DVD-R, etc. 
disc using the high speed mode.

≥When recording to the HDD, set “Rec for High Speed Copy” to “On” in the Setup menu. (The 
default setting is “On”).
≥In the following cases, high speed mode does not work, even if the titles were recorded with 

“Rec for High Speed Copy” set to “On”.
– [+R] [+R]DL] [+RW] If recorded in “EP” or “FR (recordings 5 hours or longer)” mode.
– [+R] [+R]DL] [+RW] If recorded in 16:9 aspect.
– [-R] [-R]DL] [-RW‹V›] If recorded in 16:9 aspect using “EP” mode or “FR” (recordings 5 hours 

or longer) mode.
≥[+R] [+R]DL] [+RW] Titles recorded on other Panasonic DVD recorders with “Rec for High 

Speed Copy” set to “On”, and then copied to the HDD on this unit may not copy to +R, +R DL 
or +RW discs with high-speed copy.

61

—

—

When copying, it takes a long 
time even when high speed 
mode is selected.

≥Use a disc that is compatible with high speed recording. Even if the disc is high speed 
recording compatible, the maximum speed may not be possible due to the condition of the 
disc.
≥It takes longer than normal to copy many titles.
≥You cannot high speed copy to DVD-R titles longer than 6 hours when using other Panasonic 

DVD Recorders that are not compatible with EP (8 Hours) mode recording.

—

—
—

An unusually loud sound is 
coming from the rotating DVD-R, 
etc.

≥When recording or high speed copying to a DVD-R, DVD-R DL, DVD-RW (DVD-Video 
format), +R, +R DL and +RW the sound of the disc rotating may be louder than normal, 
however, this is not a problem.

—

The DV automatic recording 
function does not work.

≥If images cannot be recorded or if the recording is aborted, check the connections and DV 
equipment settings.
≥You cannot start recording until the images from the DV equipment appear on the television.
≥Recording may not be performed as desired if the time codes on the tape in the DV 

equipment are not successive.
≥Depending on the equipment, the DV automatic recording may not operate properly.
≥The audio/video recordings are recorded on other than a DV tape.

23

—
—

—
23
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Troubleshooting guide

Edit

Music

Play Page

Play fails to start even when 
[1] (PLAY) is pressed.
Play starts but then stops 
immediately.

≥Insert the disc correctly with the label facing up.
≥The disc is dirty.
≥You tried to play a blank disc or disc unplayable on this unit.
≥You tried to play a +RW that needs to be finalised on the equipment used for recording.
≥You may be able to copy a “One time only recording” title that was recorded to DVD-RAM 

using a different Panasonic DVD Recorder to this unit’s HDD, but play is not possible due to 
copyright protection.
≥When recording to DVD-RAM using “EP (8 Hours)” mode, play may not be possible on DVD 

players that are compatible with DVD-RAM. In this case use “EP (6 Hours)” mode.
≥You cannot play discs during DV automatic recording.
≥If playing DivX VOD content, refer to the homepage where you purchased it. (DivX)
≥Make sure that the TV is turned on. If the menu or messages are displayed, follow the 

on-screen instructions.

14
14

10–11
—
—

61

—
31
—

Audio and video momentarily 
pause.

≥This occurs between playlist chapters.
≥This occurs between chapters and with partially deleted titles on finalised DVD-R, DVD-R DL, 

DVD-RW (DVD-Video format), +R, +R DL and +RW that have been copied using the high 
speed mode.
≥This occurs as scenes change during Quick View.
≥[-R]DL] [+R]DL] When playing a title recorded on both layers, the unit automatically switches 

between layers and plays the title in the same way as a normal programme. However, video 
and audio may momentarily cut out when the unit is switching layers.

—
—

—
10

DVD-Video is not played. ≥You have set a ratings level to limit DVD-Video play. Change this setting.
≥Ensure disc is for the correct DVD-Video region number, and is not defective.

61
Cover

Alternative soundtrack and 
subtitles cannot be selected.

≥The languages are not recorded on the disc.
≥You may not be able to use the on-screen menus to change the soundtrack and subtitles on 

some discs. Use the disc’s menus to make changes.

—
16

No subtitles. ≥Subtitles are not recorded on the disc.
≥Turn the subtitles on. Set “Subtitle” on the on-screen menu to “On”.

—
54

Angle cannot be changed. ≥Angles can only be changed during scenes where different angles are recorded. —
You have forgotten your ratings 
password.
You want to cancel the ratings 
level.

≥The ratings level returns to the factory preset. While the disc tray is open, press [DRIVE 
SELECT] to select the DVD drive, then press and hold [¥ REC] and [1] (PLAY) on the main 
unit at the same time for 5 or more seconds (“INIT” will appear on the unit’s display).

—

Quick View does not work. ≥This does not work when audio is other than Dolby Digital.
≥This does not work when recording is in XP or FR mode.

—
—

The resume play function does 
not work.

≥Memorized positions are cancelled when 
– press [∫] several times.
– open the disc tray.
– [SD] ([EX88])

[CD] [VCD] [USB] turn off the power.
– if a recording or timer recording was executed.

—

The Video CD picture does not 
display properly.

≥When connecting to Multi-system TV, select “NTSC” in “TV System” in the Setup menu.
≥When connecting to PAL TV, the lower part of the picture cannot be displayed correctly during 

search.

64
—

Time Slip, Manual Skip, etc. does 
not work.

≥These functions do not work with finalised discs.
≥Time Slip does not work when the unit’s “TV System” settings are different from the title 

recorded on the disc.

—
64

It takes time before play starts. ≥This is normal on DivX video. (DivX) —
Picture stops. ≥Picture may stop if the DivX files are greater than 2 GB. (DivX) —
Cannot see the beginning of the 
title played.

≥(If connecting to a TV that supports VIERA Link with an HDMI cable)
When [1] (PLAY) is pressed on this unit’s remote control, you may not be able to see the 
beginning of the title played until the picture is displayed on the TV. Using [], return to the 
beginning of the title.

—

Available disc space does not 
increase even after deleting a 
title.

≥Available disc space does not increase after deleting on DVD-R, DVD-R DL, +R or +R DL.
≥Disc space increases only when the last recorded title is deleted on DVD-RW (DVD-Video 

format) and +RW. The disc space does not increase when any other titles are deleted.

19
—

Cannot edit. ≥You may not be able to edit on the HDD if there is no available space. 
Delete any unwanted titles to create empty space.

19

Cannot format. ≥The disc is dirty. Wipe with a damp cloth and then wipe dry.
≥You tried formatting a disc that you may not be able to use in this unit.

14
10–11

Cannot create chapters.

Cannot mark the start point or 
the end point during “Partial 
Delete” operation.

≥The unit writes the chapter division information to the disc when you turn it off or remove the 
disc. The information is not written if there is an interruption to the power before this.
≥These operations are not possible with still pictures.
≥You cannot set points if they are too close to each other. You cannot set an end point before 

a start point.

—

—
—

Cannot delete chapters. ≥When the chapter is too short to delete, use “Combine Chapters” to make the chapter longer. 39

Cannot create a playlist. ≥You cannot select all the chapters at once in a title if the title also includes still pictures. Select 
them individually.

—

Tracks could not be copied to 
the HDD.

≥If there are copyright protected tracks such as SCMS restrictions, they will not be copied.
≥Recording from CDs that do not conform to CD-DA specifications (copy control CDs, etc.) 

cannot be guaranteed.
≥Bonus tracks may not be copied.

—
—

—

ID3 tag of a MP3 file is not 
completely displayed.

≥Only the track name and artist name can be displayed with this unit. —
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USB

TV Guide 

Digital broadcast

Still pictures Page

Cannot display Direct Navigator 
screen. 

≥This screen cannot be displayed during recording or copy. —

Cannot edit or format a card.
([EX88])

≥Release the card’s protection setting. (With some cards, the “Write Protection Off” message 
sometimes appears on the screen even when protection has been set.)

56

The contents of the card cannot 
be read.
([EX88])

≥Remove the card from the slot and then insert again. If this does not solve the problem, turn 
off and turn on the unit again.
≥The card format is not compatible with the unit. (The contents on the card may be damaged.)

This unit is compatible with SD Memory Cards that meet SD Card Specifications FAT12 and 
FAT16 formats, as well as SDHC Memory Cards in FAT32 format.
≥The card contains a folder structure and/or file extensions that are not compatible with this 

unit.
≥You can use SD Memory Cards with capacities from 8 MB to 2 GB and SDHC Memory Cards 

with capacities from 4 GB to 16 GB.
≥This unit cannot play AVCHD format motion pictures or MPEG4 on an SD card.

—

12, 13

12

—

—

Copying, deleting and setting 
protection takes a long time.
([EX88])

≥When there are a lot of folders and files, it may sometimes take a few hours.
≥When repeating copying or deleting, it may sometimes take a long time. Format the disc or 

card.

—
57

The contents of the USB memory 
cannot be read.

≥Remove the USB memory from the USB port and then insert again. If this does not solve the 
problem, turn off and turn on the unit again.
≥Check that the USB memory is inserted correctly.
≥The format of the USB memory or of its contents is not compatible with the unit. (The 

contents on the USB memory may be damaged.)
≥The USB memory contains a folder structure and/or file extensions that are not compatible 

with this unit.
≥Turn off and then turn on the unit again.
≥USB memories connected using a USB extension cable or a USB hub may not be 

recognized by this unit.
≥Some USB memories cannot be used with this unit.
≥If inserted during playback, recording or copying etc., the USB memory may not be 

recognized by this unit.

—

14
12, 13

13

—
—

12
—

The TV Guide System does not 
receive any data.

≥Check whether the clock is properly set. 
≥If signal quality is bad (ghost images or limited reception), the TV Guide system may not be 

able to receive any data.

65
—

“No Data” is displayed for some 
or all stations.

≥Some stations are not supported by the TV Guide system.
≥Analogue broadcasts are not supported by the TV Guide system.
≥Programme the Timer recording manually or via G-CODE.

—
—
24

The TV Guide information is not 
displayed properly.

≥There was a programme change. 
Check the current programme, e.g. on the Web site for the TV Guide system provider or 
station provider.
≥Programme information about analogue broadcasts is not displayed.

—

—
The TV Guide data transfer was 
interrupted.

≥The TV Guide system shows the data that was received up to the interruption.
≥The programme information may be incomplete.

—
—

The TV Guide data is not 
updated.

≥Make sure that the time is set correctly.
≥Check whether “Off” is set under “TV Guide Download in Standby” and change the setting in 

the Setup menu.

—
66

Digital broadcasts cannot be 
received.

≥Digital broadcast may not have started in your region yet.
≥The aerial may not be pointing in the direction of the TV station, or the direction of the aerial 

may have changed due to strong winds or vibration. If problem persists consult your local TV 
aerial installer.

—
—

After DVB Auto-Setup only some 
or no DVB channels are found.

≥Check to ensure your area is covered by DVB transmissions.
≥Check that the aerial and antenna cable are designed for DVB. 

Use the included RF coaxial cable as shown in STEP 1.
For your safety, the aerial and cable should be inspected/installed by a licenced installer that 
should comply with Australian Standard AS1417.1.
If you live within 5-10 km of DVB transmission towers, a combined VHF/UHF aerial should be 
adequate. Outside this area, separate VHF and UHF aerials provide superior reception 
performance.
≥If you live in a unit or apartment, check to ensure the Master Antenna TV (MATV) system is 

designed for analogue and DVB-T reception. Please consult your body corporate.

—
—
8

—

Picture regularly breaks up on 
some channels. “No Signal” 
message is displayed.

≥Check “Signal Condition”. If “Signal Quality” or “Signal Strength” are displayed in red or 
constantly changing, check aerial. If problem persists consult your local TV aerial installer.
≥Check that the aerial and antenna cable are designed for DVB. 

Use the included RF coaxial cable as shown in STEP 1.
For your safety, the aerial and cable should be inspected/installed by a licenced installer that 
should comply with Australian Standard AS1417.1.
≥Interference (known as impulse noise) from household appliances such as light switches, 

fridges etc. may cause picture break up and/or audio distortion. Use a high quality quad 
shielded coaxial cable fly lead between this unit and antenna wall socket to minimise impulse 
noise pickup. If problem persists consult your local TV aerial installer.
≥Check aerial connection.
≥Adjust the aerial reception with “DVB Manual Tuning” in the Setup menu.

60

—
8

—

—
59

Picture very infrequently breaks 
up on some or all channels.

≥Electrical atmospheric interference caused by local or distant lighting storms or heavy rain 
with wind in “leafy” locations may cause pictures to break up and audio to mute or distort 
momentarily.
≥Impulse noise interference from an infrequently used electrical appliance, or a passing 

vehicle or lawn mower with a “noisy” ignition system.

—

—
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Troubleshooting guide

VIERA Link Page

VIERA Link doesn’t work. ≥Check the HDMI cable connection. Check that “HDMI” is displayed on the front display when 
the power for the main unit is set to On.
≥Make sure that “VIERA Link” is set to “On”.
≥Check the “HDAVI Control” settings on the connected device.
≥Some functions may not work if depending on the version of “HDAVI Control” of the connected 

equipment. This unit supports “HDAVI Control 3” functions.
≥If the connection for the equipment connected with HDMI was changed, or if there was a 

power failure or the plug was removed from the household mains socket, “HDAVI Control” may 
not work. 
In this case, perform the following operations.
1 When the HDMI cable is connected to all equipment with the power on, turn the TV (VIERA) 

on again.
2 Change the TV (VIERA) settings for the “HDAVI Control” function to off, and then set to on 

again. (For more information, see the VIERA operating instructions.)
3 Switch the VIERA input to HDMI connection with this unit, and after this unit’s screen is 

displayed check that “HDAVI Control” is working.

—

64
—
—

—

The operation on this unit (music 
playback etc.) is interrupted.

≥The operation on this unit may be interrupted when you press buttons on the TV remote 
control that do not work for VIERA Link functions.

—

To reset this unit

To return all the settings other 
than the main ones to the factory 
preset 

≥Select “Yes” in “Shipping Condition” in the Setup menu. All the settings except for the ratings 
level, ratings password and clock settings return to the factory preset. The timer recording 
programmes are also cancelled.
≥Select “Yes” in “Default Settings” in the Setup menu. All the settings other than the tuning 

settings, clock settings, region settings, disc language settings, ratings level, ratings 
password, remote control code, return to the factory presets.
≥Press and hold [X CH] and [CH W] on the main unit until the Auto-Setup screen appears. All 

the settings except for the ratings level, ratings password and clock settings return to the 
factory preset. The timer recording programmes are also cancelled.

66

66

—

To reset the ratings level 
settings

≥While the disc tray is open, press [DRIVE SELECT] to select the DVD drive, then press and 
hold [¥ REC] and [1] (PLAY) on the main unit at the same time for 5 or more seconds.

—

To restore the unit if it freezes 
due to one of the safety devices 
being activated

≥Press and hold [/I] on the main unit for 10 seconds. (The settings remain.) —

Other

After performing an update, you 
can no longer receive 
broadcasts.

≥Depending on the content of the update, some settings may have returned to the preset 
values. Fix the settings again.

—
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Specifications

Recording system  DVD-RAM : DVD Video Recording format
DVD-R : DVD-Video format

DVD-R DL (Dual Layer) : DVD-Video format
DVD-RW : DVD-Video format

+R 
+R DL (Double Layer)

+RW

Recordable discs
DVD-RAM: 2X SPEED (Ver. 2.0),

2-3X SPEED (Ver. 2.1), 2-5X SPEED (Ver. 2.2)
DVD-R:  1X SPEED (Ver. 2.0), 1-4X SPEED (Ver. 2.0),

1-8X SPEED (Ver. 2.0), 1-16X SPEED (Ver. 2.1)
DVD-R DL:  2-4X SPEED (Ver. 3.0), 2-8X SPEED (Ver. 3.0)
DVD-RW: 1X SPEED (Ver. 1.1), 1-2X SPEED (Ver. 1.1),

2-4X SPEED (Ver. 1.2), 2-6X SPEED (Ver. 1.2)
+R: 2.4X SPEED (Ver. 1.0), 2.4-4X SPEED (Ver. 1.1),

2.4-8X SPEED (Ver. 1.2), 2.4-16X SPEED (Ver. 1.3)
+R DL:  2.4X SPEED (Ver. 1.0), 2.4-8X SPEED (Ver. 1.1)
+RW: 2.4X SPEED (Ver. 1.1), 2.4-4X SPEED (Ver. 1.2)

Recording time Maximum 8 hours (using 4.7 GB disc)
XP: Approx. 1 hour, SP: Approx. 2 hours

LP: Approx. 4 hours, EP: Approx. 6 hours/8 hours
[EX78]

Maximum Approx. 441 hours with 250 GB HDD (EP 8 hours mode)
XP: Approx. 55 hours, SP: Approx. 110 hours

LP: Approx. 221 hours, EP: Approx. 331 hours/441 hours
[EX88]

Maximum Approx. 712 hours with 400 GB HDD (EP 8 hours mode)
XP: Approx. 89 hours, SP: Approx. 178 hours

LP: Approx. 357 hours, EP: Approx. 534 hours/712 hours

Playable discs
DVD-RAM : DVD Video Recording format

DVD-R : DVD-Video format, DivX§1

DVD-R DL (Dual Layer) : DVD-Video format, DivX§1

DVD-RW : DVD-Video format, DVD Video Recording format
+R, +R DL (Double Layer), +RW

DVD-Video, CD-Audio (CD-DA), Video CD
CD-R/CD-RW : CD-DA§1, Video CD§1, MP3§1, JPEG§1, DivX§1

Internal HDD capacity [EX78] 250 GB
[EX88] 400 GB

Optical pick-up System with 1 lens, 2 integration units
(662 nm wavelength for DVDs, 780 nm wavelength for CDs)

LASER specification
Class 1 LASER Product (Pickup)

Wave length:

Laser power:
No hazardous radiation is emitted with the safety protection

Audio
Recording system: Dolby Digital 2ch, Linear PCM (XP mode)
Audio in: AV1/AV2 (21 pin), AV3/AV4 (pin jack)
Input level: Standard: 0.5 Vrms, Full scale: 2.0 Vrms at 1 kHz
Input impedance: More than 10 k≠
Audio out: AV1/AV2 (21 pin), Audio Out (pin jack)
Output level: Standard: 0.5 Vrms, Full scale: 2.0 Vrms at 1 kHz
Output impedance: Less than 1 k≠
Digital audio out: Optical terminal (PCM, Dolby Digital, DTS, MPEG)

HDMI Output 19 pin type A: 1 pc
HDMITM (V.1.3 with Deep Colour)

≥This unit supports “HDAVI Control 3” function.

Video
Video system: PAL colour signal, 625 lines, 50 fields

NTSC colour signal, 525 lines, 60 fields
Recording system: MPEG2 (Hybrid VBR)
Video in (PAL/NTSC):

AV1/AV2 (21 pin), AV3/AV4 (pin jack) 1 Vp-p 75 ≠, termination
S-Video in (PAL/NTSC):

AV2 (21 pin), AV3/AV4 (S terminal) 1 Vp-p 75 ≠, termination
Video out (PAL/NTSC):

AV1/AV2 (21 pin), Video Out (pin jack) 1 Vp-p 75 ≠, termination
S-Video out (PAL/NTSC):

AV1 (21 pin), S-Video Out (S terminal) 1 Vp-p 75 ≠, termination
RGB out (PAL/NTSC):

AV1 (21 pin) 0.7 Vp-p (PAL) 75 ≠, termination

Component video output (NTSC 480p/480i, PAL 576p/576i)
Y: 1.0 Vp-p 75 ≠, termination

PB: 0.7 Vp-p 75 ≠, termination
PR: 0.7 Vp-p 75 ≠, termination

Television system

RF converter output: Not provided

SD Card ([EX88])
Slot: SD Memory Card slot: 1 pc

Compatible media: SD Memory Card§2, SDHC Memory Card,
MultiMediaCard

Format: FAT12, FAT16§3

(In case of SD Memory Card/MultiMediaCard)
FAT32§3 (In case of SDHC Memory Card)

Still picture (JPEG)
Image file format:

JPEG conforming DCF (Design rule for Camera File system),
Number of pixels: Between 34 a 34 and 6144 a 4096

sub sampling; 4:2:2 or 4:2:0
Thawing time: Approx. 1.9 sec (6 M pixels, JPEG)

Video (SD Video)§4

Codec: MPEG 2 (SD-Video Entertainment Video Profile)
File Format: SD-Video format conforming

DV input IEEE 1394 Standard, 4 pin : 1 pc

USB port Type A : 1 pc
USB standard: [EX88] USB 2.0 High Speed

[EX78] USB 2.0 Full Speed
Format: FAT16, FAT32

Video (SD Video)§4 ([EX88])
Codec: MPEG 2 (SD-Video Entertainment Video Profile)
File Format: SD-Video format conforming

Others
Region code:  ‚4
Operating temperature: 5 oC to 40 oC
Operating humidity range: 10 % to 80 % RH (no condensation)
Power supply: AC 220 to 240 V, 50 Hz
Power consumption: Approx. 36 W
Dimensions (WkHkD):  430 mmk59 mmk326 mm
Mass: Approx. 4.2 kg

[Note]
Specifications are subject to change without notice.
§1 Finalising is necessary for compatible playback.
§2 Includes miniSD cards. (A miniSD adaptor needs to be inserted.)

Includes microSD cards. (A microSD adaptor needs to be inserted.)
§3 Long file name is unsupported.
§4 Video Recording conversion and transfer is possible from card or 

Panasonic digital video camera with HDD etc, to HDD or 
DVD-RAM disc. After Video Recording conversion and transfer to 
HDD or DVD-RAM disc, the playback is possible.

≥Useable capacity will be less. (SD card)

CD 780 nm wave length
DVD 662 nm wave length

Tuner system Channel coverage

PAL–B
Australia

VHF: 0–12
UHF: 28–69
CATV: 45 MHz–470 MHz

DVB–T
Australia

VHF: 6–12
UHF: 27–69

Power consumption in standby mode:
Approx. 2 W (Power Save mode)

Approx. 15 W (Quick Start mode)
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Glossary

Bitstream
This is the digital form of multi-channel audio data (e.g., 5.1 channel) 
before it is decoded into its various channels.

CPRM (Content Protection for Recordable Media)
CPRM is technology used to protect broadcasts that are allowed to 
be recorded only once. Such broadcasts can be recorded only with 
CPRM compatible recorders and discs.

Decoder
A decoder restores the coded audio signals on DVDs to normal. This 
is called decoding.

DivX
DivX is a popular media technology created by DivX, Inc. DivX 
media files contain highly compressed video with high visual quality 
that maintains a relatively small file size.

Dolby Digital
This is a method of coding digital signals developed by Dolby 
Laboratories. Apart from stereo (2-channel) audio, these signals can 
also be multi-channel audio. A large amount of audio information can 
be recorded on one disc using this method.
When recording on this unit Dolby Digital (2 channel) is the default 
audio.

Down-mixing
This is the process of remixing the multi-channel audio found on 
some discs into two channels. It is useful when you want to listen to 
the 5.1-channel audio recorded on DVDs through your television’s 
speakers. Some discs prohibit down-mixing and this unit can then 
only output the front two channels.

Drive
In the instance of this unit, this refers to the hard disk (HDD), disc 
(DVD) and SD card (SD)([EX88]). These perform the reading and 
writing of data.

DTS (Digital Theater Systems)
This surround system is used in many movie theaters. There is good 
separation between the channels, so realistic sound effects are 
possible.

Dynamic range
Dynamic range is the difference between the lowest level of sound 
that can be heard above the noise of the equipment and the highest 
level of sound before distortion occurs.
Dynamic range compression means reducing the gap between the 
loudest and softest sounds. This means you can listen at low 
volumes but still hear dialogue clearly. 

Film and video
DVD-Videos are recorded using either film or video. This unit can 
determine which type has been used, then uses the most suitable 
method of progressive output.

Finalise
A process that makes play of a recorded CD-R, CD-RW, DVD-R, etc. 
possible on equipment that can play such media. You can finalise 
DVD-R, DVD-R DL, DVD-RW (DVD-Video format), +R, +R DL on this 
unit.
After finalising, the disc becomes play-only and you can no longer 
record or edit. However, finalised DVD-RW can be formatted for 
recording again.

Folder
This is a place on the hard disk, disc or SD card ([EX88]) where 
groups of data are stored together. In the case of this unit, it refers to 
the place where still pictures (JPEG) and MPEG2 ([EX88]) are stored.

Formatting
Formatting is the process of making media such as DVD-RAM 
recordable on recording equipment.
You can format DVD-RAM, DVD-RW (only as DVD-Video format), 
+RW, SD cards ([EX88]) and the HDD or unused +R and +R DL on 
this unit. 
Formatting permanently deletes all contents.

Frames and fields
Frames refer to the single images that constitute the video you see 
on your television. Each frame consists of two fields.

≥A frame still shows two fields, so there may be some blurring, but 
picture quality is generally better.
≥A field still shows less picture information so it may be rougher, but 

there is no blurring.

HDD (Hard disk drive)
This is a mass data storage device used in computers, etc. A disk 
with a surface that has been treated with magnetic fluid is spun and 
a magnetic head is brought in close proximity to facilitate the reading 
and writing of large amounts of data at high speed.

HDMI (High-Definition Multimedia Interface)
Unlike conventional connections, it transmits uncompressed digital 
video and audio signals on a single cable. This unit supports high-
definition video output [720p (750p), 1080i (1125i), 1080p (1125p)] 
from HDMI AV OUT terminals. To enjoy high-definition video a high 
definition compatible television is required.

JPEG (Joint Photographic Experts Group)
This is a system used for compressing/decoding colour still pictures. 
If you select JPEG as the storage system on digital cameras, etc., 
the data will be compressed to 1/10–1/100 of its original size. The 
benefit of JPEG is less deterioration in picture quality considering 
the degree of compression.

LPCM (Linear PCM)
These are uncompressed digital signals, similar to those found on 
CDs.

MPEG2 (Moving Picture Experts Group)
A standard for efficiently compressing and expanding colour video. 
MPEG2 is a compression standard used for DVD and satellite based 
digital broadcasting. This unit records programmes using MPEG2.
SD Video files shot with a Panasonic SD video camera, etc. can be 
copied to the HDD or a DVD-RAM disc.

MP3 (MPEG Audio Layer 3)
An audio compression method that compresses audio to 
approximately one tenth of its size without any considerable loss of 
audio quality.

Pan&Scan/Letterbox
In general, DVD-Video are produced with the intention that they be 
viewed on a widescreen television (16:9 aspect ratio), so images 
often don’t fit regular (4:3 aspect ratio) televisions. Two styles of 
picture, “Pan & Scan” and “Letterbox”, deal with this problem.

Playback control (PBC)
If a Video CD has playback control, you can select scenes and 
information with menus.
(This unit is compatible with version 2.0 and 1.1.)

Progressive/Interlace
The PAL video signal standard has 576 (or 625) interlaced (i) scan 
lines, whereas progressive scanning, called 576p (or 625p), uses 
twice the number of scan lines. For the NTSC standard, these are 
called 480i (or 525i) and 480p (or 525p) respectively.
Using progressive output, you can enjoy the high-resolution video 
recorded on media such as DVD-Video.
Your television must be compatible to enjoy progressive video.
Panasonic televisions with 576 (625)/50i · 50p, 480 (525)/60i · 60p 
input terminals are progressive compatible.

Film: Recorded at 25 frames per second (PAL discs) or 24 
frames per second (NTSC discs). (NTSC discs 
recorded at 30 frames per second as well.)
Generally appropriate for motion picture films.

Video: Recorded at 25 frames/50 fields per second. (PAL 
discs) or 30 frames/60 fields per second (NTSC discs). 
Generally appropriate for TV drama programmes or 
animation.

Pan & Scan: The sides are cut off so the picture 
fills the screen.

Letterbox: Black bands appear at the top and 
bottom of the picture so the picture 
itself appears in an aspect ratio of 
16:9.

u r

Frame Field Field
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Protection
You can prevent accidental deletion by setting writing protection or 
deletion protection. 

RGB
This refers to the three primary colours of light, red (R), green (G), 
and blue (B) and also the method of producing video that uses them. 
By dividing the video signal into the three colours for transmission, 
noise is reduced for even higher quality images.

Sampling frequency
Sampling is the process of converting the heights of sound wave 
(analog signal) samples taken at set periods into digits (digital 
encoding). Sampling frequency is the number of samples taken per 
second, so larger numbers mean more faithful reproduction of the 
original sound.

Signal Quality
This is the guide for checking the aerial direction. The numbered 
values displayed do not indicate the strength of the signal, but the 
quality of the signal (the signal to noise ratio, or “S/N”). The channels 
you can receive are affected by weather conditions, seasons, time 
(day/night), region, length of the cable that is connected to the aerial, 
etc.

Thumbnail
This refers to a miniature representation of a picture used to display 
multiple pictures in the form of a list.

1080i
In one high definition image, 1080 (1125) alternating scan lines pass 
every 1/50th of a second to create an interlace image. Because 
1080i (1125i) more than doubles current television broadcasts of 
480i (525i), the detail is much clearer and creates a more realistic 
and rich image.

1080p
In one high definition image, 1080 (1125) scan lines pass at the 
same time every 1/50th of a second to create a progressive image. 
Since progressive video does not alternate scan lines like interlace, 
there is a minimal amount of screen flicker. 

720p
In one high definition image, 720 (750) scan lines pass at the same 
time every 1/50th of a second to create a progressive image. Since 
progressive video does not alternate scan lines like interlace, there 
is a minimal amount of screen flicker.
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Safety precautions

Set the unit up on an even surface away from direct sunlight, high 
temperatures, high humidity, and excessive vibration. These 
conditions can damage the cabinet and other components, thereby 
shortening the unit’s service life.

Do not place heavy items on the unit.

Do not use high voltage power sources. This can overload the unit 
and cause a fire.

Do not use a DC power source. Check the source carefully when 
setting the unit up on a ship or other place where DC is used.

Ensure the AC mains lead is connected correctly and not 
damaged. Poor connection and lead damage can cause fire or 
electric shock. Do not pull, bend, or place heavy items on the lead.

Grasp the plug firmly when unplugging the lead. Pulling the AC 
mains lead can cause electric shock.

Do not handle the plug with wet hands. This can cause electric 
shock.

Do not let metal objects fall inside the unit. This can cause electric 
shock or malfunction.

Do not let liquids get into the unit. This can cause electric shock or 
malfunction. If this occurs, immediately disconnect the unit from the 
power supply and contact your dealer.

Do not spray insecticides onto or into the unit. They contain 
flammable gases which can ignite if sprayed into the unit.

Do not attempt to repair this unit by yourself. If sound is 
interrupted, indicators fail to light, smoke appears, or any other 
problem that is not covered in these instructions occurs, disconnect 
the AC mains lead and contact your dealer or an authorized service 
centre. Electric shock or damage to the unit can occur if the unit is 
repaired, disassembled or reconstructed by unqualified persons.

Extend operating life by disconnecting the unit from the power 
source if it is not to be used for a long time.

Placement

Voltage

AC mains lead protection

Foreign matter

Service

Manufactured under license from Dolby Laboratories.
Dolby and the double-D symbol are trademarks of Dolby 
Laboratories.

“DTS” is a registered trademark of DTS, Inc. and “DTS 
2.0iDigital Out” is a trademark of DTS, Inc.

This product incorporates copyright protection technology that is 
protected by U.S. patents and other intellectual property rights. 
Use of this copyright protection technology must be authorized by 
Macrovision, and is intended for home and other limited viewing 
uses only unless otherwise authorized by Macrovision. Reverse 
engineering or disassembly is prohibited.

≥SDHC Logo is a trademark.
≥Portions of this product are protected under copyright law and 

are provided under license by ARIS/SOLANA/4C.

Official DivX® Certified product.
Plays all versions of DivX® video (including DivX®6) with standard 
playback of DivX® media files.
DivX, DivX Certified, and associated logos are trademarks of 
DivX, Inc. and are used under license.

HDMI, the HDMI logo and High-Definition Multimedia Interface 
are trademarks or registered trademarks of HDMI Licensing LLC.

HDAVI Control™ is a trademark of Matsushita Electric Industrial 
Co., Ltd.
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Gracenote® Corporate Description
Music recognition technology and related data are provided by 
Gracenote®. Gracenote is the industry standard in music 
recognition technology and related content delivery.
For more information visit www.gracenote.com.

Gracenote® Proprietary Legends
CD and music-related data from Gracenote, Inc., copyright © 
2007 Gracenote. Gracenote Software, copyright © 2007 
Gracenote. This product and service may practice one or more 
of the following U.S. Patents: #5,987,525; #6,061,680; 
#6,154,773, #6,161,132, #6,230,192, #6,230,207, #6,240,459, 
#6,330,593, and other patents issued or pending. Some 
services supplied under license from Open Globe, Inc. for U.S. 
Patent: #6,304,523.

Gracenote and CDDB are registered trademarks of Gracenote. 
The Gracenote logo and logotype, and the “Powered by 
Gracenote” logo are trademarks of Gracenote.

GracenoteR End-User License Agreement

USE OF THIS PRODUCT IMPLIES ACCEPTANCE OF THE 
TERMS BELOW.
This application or device contains software from Gracenote, Inc. of 
Emeryville, California (“Gracenote”). The software from Gracenote 
(the “Gracenote Software”) enables this application to perform disc 
and/or file identification and obtain music-related information, 
including name, artist, track, and title information (“Gracenote Data”) 
from online servers or embedded databases (collectively, 
“Gracenote Servers”) and to perform other functions. You may use 
Gracenote Data only by means of the intended End-User functions 
of this application or device.

You agree that you will use Gracenote Data, the Gracenote 
Software, and Gracenote Servers for your own personal non-
commercial use only. You agree not to assign, copy, transfer or 
transmit the Gracenote Software or any Gracenote Data to any third 
party. YOU AGREE NOT TO USE OR EXPLOIT GRACENOTE 
DATA, THE GRACENOTE SOFTWARE, OR GRACENOTE 
SERVERS, EXCEPT AS EXPRESSLY PERMITTED HEREIN.

You agree that your non-exclusive license to use the Gracenote 
Data, the Gracenote Software, and Gracenote Servers will terminate 
if you violate these restrictions. If your license terminates, you agree 
to cease any and all use of the Gracenote Data, the Gracenote 
Software, and Gracenote Servers. Gracenote reserves all rights in 
Gracenote Data, the Gracenote Software, and the Gracenote 
Servers, including all ownership rights. Under no circumstances will 
Gracenote become liable for any payment to you for any information 
that you provide. You agree that Gracenote, Inc. may enforce its 
rights under this Agreement against you directly in its own name.

The Gracenote service uses a unique identifier to track queries for 
statistical purposes. The purpose of a randomly assigned numeric 
identifier is to allow the Gracenote service to count queries without 
knowing anything about who you are. For more information, see the 
web page for the Gracenote Privacy Policy for the Gracenote 
service.

The Gracenote Software and each item of Gracenote Data are 
licensed to you “AS IS.”
Gracenote makes no representations or warranties, express or 
implied, regarding the accuracy of any Gracenote Data from in the 
Gracenote Servers. Gracenote reserves the right to delete data from 
the Gracenote Servers or to change data categories for any cause 
that Gracenote deems sufficient. No warranty is made that the 
Gracenote Software or Gracenote Servers are error-free or that 
functioning of Gracenote Software or Gracenote Servers will be 
uninterrupted. Gracenote is not obligated to provide you with new 
enhanced or additional data types or categories that Gracenote may 
provide in the future and is free to discontinue its services at any 
time.

GRACENOTE DISCLAIMS ALL WARRANTIES EXPRESS OR 
IMPLIED, INCLUDING, BUT NOT LIMITED TO, IMPLIED 
WARRANTIES OF MERCHANTABILITY, FITNESS FOR A 
PARTICULAR PURPOSE, TITLE, AND NON-INFRINGEMENT. 
GRACENOTE DOES NOT WARRANT THE RESULTS THAT WILL 
BE OBTAINED BY YOUR USE OF THE GRACENOTE SOFTWARE 
OR ANY GRACENOTE SERVER. IN NO CASE WILL GRACENOTE 
BE LIABLE FOR ANY CONSEQUENTIAL OR INCIDENTAL 
DAMAGES OR FOR ANY LOST PROFITS OR LOST REVENUES.
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