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[Rec] Mode: n

Motion Picture Mode

Note
• Motion pictures can be recorded continuously up to 2 GB.

The maximum available recording time for up to 2 GB only is displayed on the 
screen.

Slide the [Rec]/[Playback] 
selector switch to [!], and 
then press [MODE].

Press 3/4/2/1 to select [Motion Picture], and then 
press [MENU/SET].

Press the shutter button halfway 
to focus and then press it fully to 
start recording.
A Available recording time
B Elapsed recording time
• The focus and zoom are fixed to the 

setting when recording starts (the first 
frame).

Press the shutter button fully to stop recording.

A

B
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[Playback] Mode: ¸

Playing Back Pictures ([Normal Play])

Slide the [Rec]/[Playback] 
selector switch to [(].

Press 2 or 1.
• After selecting the motion picture, press 
3 to start playback.
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[Playback] Mode: ¸

Deleting Pictures
Once deleted, pictures cannot be recovered.
• Pictures on the built-in memory or the card that are being played back will be 

deleted.

Select the picture to be deleted, and 
then press [ ].
• Confirmation screen is displayed. 

Picture is deleted by selecting [Yes].
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Setting the Menu

∫ Close the menu
Press [ ] several times or press the shutter button halfway.

Press [MENU/SET].

Press 2/1 to select menu and then 
press [MENU/SET].

Press 3/4 to select the menu item and 
then press [MENU/SET].
• Screen at right is an example of selecting 

[AF Mode] in [Rec] mode Menu.

Press 3/4 to select the setting and then 
press [MENU/SET].
• Depending on the menu item, its setting may not 

appear or it may be displayed in a different way.
• Screen at right is an example to set the [AF Mode] 

from [Ø] (1-area-focusing) to [š] (Face 
Detection).
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Reading the Operating Instructions 
(PDF format)

More detailed instructions on the operation of this camera are 
contained in “Operating Instructions for Advanced Features 
(PDF format)” in the supplied CD-ROM. Install it on your PC to 
read it.

∫ For Windows

Turn the PC on and insert the CD-ROM containing the 
Operating Instructions (supplied).

Click the [Operating 
Instructions].

Select the desired language 
and then click [Operating 
Instructions] to install.
A To return to the install menu.

Double click the “Operating 
Instructions” shortcut icon on 
the desktop.
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∫When the Operating Instructions (PDF format) will not open
You will need Adobe Acrobat Reader 5.0 or later or Adobe Reader 7.0 or later to 
browse or print the Operating Instructions (PDF format).
Insert the CD-ROM containing the Operating Instructions (supplied), click B and 
then follow the messages on the screen to install.
(Compatible OS: Windows 2000 SP4/Windows XP SP3/Windows Vista SP2/
Windows 7)

• You can download and install a version of Adobe Reader that you can use with 
your OS from the following Web Site.
http://get.adobe.com/reader/otherversions

∫ To uninstall the Operating Instructions (PDF format)
Delete the PDF file from the “Program Files\Panasonic\Lumix\” folder.
• When the contents in the Program Files folder cannot be displayed, click the 

[Show the contents of this folder] to display them.

∫ For Macintosh

Turn the PC on and insert the CD-ROM containing the 
Operating Instructions (supplied).

Open the “Manual” folder in the CD-ROM and then copy 
the PDF file with the desired language inside the folder.

Double click the PDF file to open it.
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Specifications
Digital Camera:
Information for your safety

Power Source: DC 5.1 V
Power 
Consumption: 1.1 W (When recording)

0.7 W (When playing back)

Camera effective 
pixels

(DMC-FH25) (DMC-FH5) 
16,100,000 pixels
(DMC-FH2) 
14,100,000 pixels

Image sensor (DMC-FH25) (DMC-FH5) 
1/2.33q CCD, total pixel number 16,600,000 pixels, 
Primary colour filter
(DMC-FH2) 
1/2.33q CCD, total pixel number 14,500,000 pixels, 
Primary colour filter

Lens (DMC-FH25) 
Optical 8kzoom, fl5 mm to 40 mm (35 mm film camera 
equivalent: 28 mm to 224 mm)/F3.3 (Wide) to F5.9 
(Tele)
(DMC-FH5) (DMC-FH2) 
Optical 4kzoom, fl5 mm to 20 mm (35 mm film camera 
equivalent: 28 mm to 112 mm)/F3.1 (Wide) to F6.5 
(Tele)

Digital zoom Max. 4k
Extra optical zoom (DMC-FH25) 

Max. 18k (When set to 3,000,000 pixels [3M] or less)
(DMC-FH5) 
Max. 9k (When set to 3,000,000 pixels [3M] or less)
(DMC-FH2) 
Max. 8.4k (When set to 3,000,000 pixels [3M] or less)
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Focus range Normal (DMC-FH25) 
50 cm (Wide)/2 m (Tele) to ¶
(DMC-FH5) (DMC-FH2) 
50 cm (Wide)/1 m (Tele) to ¶

Macro/
Intelligent auto/
Motion picture

5 cm (Wide)/1 m (Tele) to ¶

Scene Mode There may be differences in the above 
settings.

Shutter system Electronic shutteriMechanical shutter
Burst recording

Burst speed (DMC-FH25) 
Approx. 1.7 pictures/second
(DMC-FH5) (DMC-FH2) 
Approx. 2.0 pictures/second

Number of 
recordable 
pictures

Depends on the remaining capacity of the built-in 
memory/card.

Hi-speed burst
Burst speed (DMC-FH25) 

Approx. 4 pictures/second
(DMC-FH5) (DMC-FH2) 
Approx. 6 pictures/second
[3M (4:3), 2.5M (3:2) or 2M (16:9) is selected as the 
picture size.]

Number of 
recordable 
pictures

When using the built-in memory:
Approx. 15 pictures (immediately after formatting)
When using a Card: Max. 100 pictures (differs 
depending on the type of Card and the recording 
conditions)

Shutter speed 8 seconds to 1/1600th of a second
[Starry Sky] Mode: 15 seconds, 30 seconds, 60 seconds

Exposure (AE) Programme AE
Exposure compensation (1/3 EV Step, j2 EV to i2 EV)

Metering mode Multiple
LCD monitor 2.7q TFT LCD (4:3)

(Approx. 230,000 dots) (field of view ratio about 100%)
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Flash range (DMC-FH25) 
Approx. 60 cm to 5.8 m (Wide, [ ] is set)
(DMC-FH5) (DMC-FH2) 
Approx. 40 cm to 3.3 m (Wide, [ ] is set)

Microphone Monaural
Speaker Monaural
Recording media Built-in Memory (Approx. 70 MB)/SD Memory Card/

SDHC Memory Card/SDXC Memory Card
Recording file 
format

Still Picture JPEG (based on “Design rule for Camera File system”, 
based on “Exif 2.3” standard)/DPOF corresponding

Motion pictures “QuickTime Motion JPEG” (motion pictures with audio)
Interface

Digital “USB 2.0” (High Speed)
Analogue video/
audio

NTSC/PAL Composite (Switched by menu),
Audio line output (monaural)

Terminal
[AV OUT/DIGITAL] Dedicated jack (8 pin)

Dimensions
(excluding the 
projecting parts)

(DMC-FH25) 
Approx. 99.2 mm (W)k56.5 mm (H)k27.8 mm (D)
(DMC-FH5) (DMC-FH2) 
Approx. 94.3 mm (W)k53.5 mm (H)k18.8 mm (D)

Mass (DMC-FH25) 
Approx. 152 g (with card and battery)
Approx. 135 g (excluding card and battery)
(DMC-FH5) 
Approx. 121 g (with card and battery)
Approx. 104 g (excluding card and battery)
(DMC-FH2) 
Approx. 118 g (with card and battery)
Approx. 101 g (excluding card and battery)

Operating 
temperature

0 oC to 40 oC

Operating humidity 10%RH to 80%RH
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Battery Charger (Panasonic DE-A92A):
Information for your safety

Battery Pack (lithium-ion) (Panasonic NCA-YN101H):
Information for your safety

Input: AC 110 V to 240 V, 50/60 Hz, 0.2 A
Output: DC 4.2 V, 0.43 A

Voltage/capacity: 3.6 V/660 mAh
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• SDXC Logo is a trademark of SD-3C, LLC.
• QuickTime and the QuickTime logo are trademarks or 

registered trademarks of Apple Inc., used under license 
therefrom.

• This product uses “DynaFont” from DynaComware 
Corporation. DynaFont is a registered trademark of 
DynaComware Taiwan Inc.

• Other names, company names, and product names printed in these 
instructions are trademarks or registered trademarks of the companies 
concerned.

VQT3D47
A

F1210NK0

Panasonic Corporation
Web Site: http://panasonic.net 

 Panasonic Corporation 2011
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