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{For the inspection

Wiring Diagram

Earth Terminal

of the filters, heat exchange elements , fans . motors , and damper)

An inspection opening is necessary to
clean the heat exchange element and
filter once or twice a year.
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NO. Parts Name Qty. Matemal Remarks Outside Intake Duct Supply Air Duct

1 Frame 1 | Galvanized sheets

2 | Adapter 4 | ABS

3 [Electrical Equiement Box 1

4 | Inspection Cover 1 | Galvanized sheets

5 | Fan ' 2 | ABS )
6 | Motor 2

7 | Heat Exchange Element | 3 |Seecial paper + Resin

8 | Filter 2 | Nvlon-Polyester Fiber | Collection Efficieny AF1 82%

9 | Dameer 1 Heat Tnsulat Inside Supply Openi

eal Insulatrion NS1de ouppPly Upening
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e111ng vuspension TIxture a7vanized Sneels Dutside Room Intake Opening
intake Air) Exhaust Air Duct Gupp|y/Exhaust Air Grill)

B B¢ careful of dewing and frostin. o The two outside ducts (the Outside Intake Duct and the
As shown in the Figure . suppose a high temp absorbing air condition A Exhaust Duct)must be insulated to prevent condensation .
and a low temp absorbing air condition B are plotted on the air line figure, MaterialGlass wool, Thickness:25)
then a hish temp air A is heat-exchanged by the unit - ) : . ,
and goes out of the saturation curve as shown by Point C . % Duct size (Nominal Diameter) : $250
In this case ., the unit will be dewed or frosted . %k The above dimensions do not include
To aboid this , you are reauired to heat a fow temo air B up to B’ the thickness of the insulasion material
so as to get C' below the saturation curve , before using the unit . on the unit body.
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| mSpecifications

iodel No Power ot Heat E:'t:hanEittaem\a/:e]r:.’ieuu?etion Norma | Ven.tiIeg):tt‘:rc’:an|
Source| Noteh | eny | 1nput | curen| Volune | Static Exchnse EEEES hice 1nout | crretvolne| Slatic Noise W
(H;) (W) (A) |m’/h)| (Pa) | (%) |Cooline [Heatine| @B)| (W) (A) |(n/h) | (Pa)|(@B) o
fxtra Hish| 50 | 387-418]", 7571 800|140 | 75 |65 | 71 [1-°1387-418)", 757} 800 | 140 |-
80008 |2 2] ign | 50 | 360-378]84 [ 800 110 | 75 |65 |71 [ |as0-378|", 84 800 | 110 5] 71
Low | 50 |293-295"%)71630 | 55 | 76 |68 | 74 [, 5[293-295", %1630 | 55 %5,

% This noise of the product is the value which was measured at the acoustic room . Actually ,
that undergo influence by the echoing of the room and so that become bigeer than the display numerical value .

BPerformance

in the established condition ,
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Use conditions

Outdoor air conditions
Temperature range —10C~40C
Relative humidity 85% or less

Indoor air conditions
Temperature ranse -10C~40C
Relative humidity 85% or less

Installation reauirements
Same as the indoor air conditions

Xindoor air here means air

in air-conditioned living rooms.
Its use in refrigerators or other

places where temperature can fluctuate
greatly is prohibited even if

a temperature range is acceptable.

Example | Indoor air conditions

During cooling period
Temperature 27C

Relative humidity 50%

During heatine period
Temperature 20C

Relative humidity 40%

B Motor Specifications

4 Pples open type
induction moto

Type

r

Rating Cont.

Insulation Class class E

Temperature Rise under 75 K
| Sorrounding Temperature | —10°C~40C

Insulation Resistance

over IMa (by DC500V)

efficiency are values at the time of
the mentioned air volume .

‘The noise level shall be measured 1.5m
below the center of the unit .

‘The temperature exchange efficiency
averages that of when cooling
and when heating .

Withstand Voltase| AC 1, 500V for Imin
Name Model| No.
Energy Recoye_ry \(ent i lator FY—8007ZDYS8
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