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Thank you for purchasing this Panasonic product.

Please read these instructions carefully before attempting to install, operate or service

the Panasonic product. Please carefully read “INSTALLATION INSTRUCTIONS” (P.2~3)

of this instructions before installation. Failure to comply with instructions could result in
personal injury or property damage. Please explain to users how to operate and maintain
the product after installation, and this booklet should be presented to users. Please carefully
read “USE AND MAINTENANCE INSTRUCTIONS" (P.8) of this instructions before operation.
Please retain this booklet for future reference.

No. Reg. : IMKG.1276.06.2025




SAFETY INSTRUCTIONS

P

Bl Disconnect power supply before maintenance.

Bl This product is not intended for use by persons (including children) with reduced
physical, sensory or mental capabilities, or lack of experience and knowledge, unless
they have been given supervision or instruction concerning use of the product by a
person responsible for their safety. Children should be supervised to ensure that they
do not play with the product.

M If the supply cord is damaged, it must be replaced by the manufacturer, its service

L agent or similarly qualified persons in order to avoid a hazard. )

The following instructions should be strictly observed in order to prevent injury to the users
and other people, or damage to property.

B The degrees of injury or damage that can occur when the instructions are ignored and if
the product is not used properly have been classified and described by the following
indications.

V\/AR N | N G This indication means: Must be treated seriously that this
may result in death or serious injury.

/I\ CAUTION

B Types of instructions that should be observed have been classified and described by the
following pictorial symbols.

® ® This symbol indicates the item is “PROHIBITED"” to do.

0 g This symbol indicates the “"COMPULSORY" item that must be followed

without failure.
INSTALLATION INSTRUCTIONS

This indication means: Must be treated seriously that this
may result in injury or physical damage.

. [ /\ WARNING) \

B The product must be grounded.

Otherwise, it may cause electric
shock when there is any trouble
or electric leakage.

B Do not install the product as the
method which is not approved in
the instruction.

® Otherwise, it may cause product to

B Please install a suitable all-pole switch
(not included) which the contact
separation is more than 3 mm.

Otherwise, it may cause a short
circuit, thus resulting fire.

Bl Do not install the power switch in
the bathroom.

Otherwise, it may cause short
circuit, thus resulting fire.

fall and resulting in injuries.
=
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INSTALLATION INSTRUCTIONS

- /\ WARNING] |

B The product must be installed by
professionals or trained personnel
with equivalent expertise and skills
according to the national wiring rules.

o Otherwise, electric leakage, electric

shock or a fire may be caused due
to wrong wiring, twisted wiring or
wire clamping.

\_

B Do not install the product out of
the window or the wall.

Otherwise, the product may get
® wet in the rain and cause short

circuit.

B Do not operate the product other
than the voltage in name plate.

Otherwise, it may damage the
product or cause fire.

J
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B The product must be installed
tightly. S
§
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Otherwise, it may injure person
caused by product’s falling off.

B Do avoid the back-flow of gas into
the room from the open flue of
flammable gas or other open-fire
appliances.

o Otherwise, it may cause fire.

l Do not reconstruct this product.

Otherwise, it may cause damage
to the product or injury.
-

B The lowest surface of this product
should be installed above 2.3 m
from the floor after installation.

0@:

>2.3m
Avoiding any accident

Bl The building structure and
suspender which are used to
installed product must have
sufficient installation strength and
support more than 5 times weight
of the product. They must be
reinforced if their strength can not
be sure.

Otherwise, the product may fall
off and cause injury.
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INSTALLATION REQUIREMENTS

B Do not install the product in places B Do not install the product in places
with high temperature. with excessive oil fume.

——_—

1 Above 40 °C
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B Do not install the product in places B Please set ventilation holes.
with excessive steam.

Within
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B Please set a square inspection hole of B To install the duct, avoid the following
at least 45 cm. cases.

X O@? X g~ Corrugated

pipe
/

X ©? Adaptor%

assembly

B Do not connect two or more products to one socket for parallel operation, to prevent
damage to the product motor.

SUPPLIED ACCESSORIES

The following accessories are provided with the ventilating fan in the package. When you
unpack, check if the accessories are all included, if not, please contact your dealer.

Drawing Name and purpose Quantity

Installation and operating instructions

Tapping screw (ST4.2x20), used to install
the frame to the wooden frame

Hexagon screw, used to fix the adaptor
to the fan body

Louver

Adaptor assembly




PART NAMES AND DIMENSIONS

Frame

— Water-proof lid

- Blade

1
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3 Adaptor Duct size
4 5x9Slot”  Louver Slot assembly

HOW TO INSTALL

1-1. Fan body installation method 1 (with wooden joist)

Caution label

(D Peel off the caution label stuck on
the adaptor assembly.

@ Construct the wooden frame and attach
it horizontally to the ceiling joist. ——
The distance between ceiling and the top _ﬁf%/zé/’
of fan body should not be less than 20 mm.

[

3 Attach the adaptor assembly to the ,

wooden frame as shown in the figure. 7., Tapping screw
(ST4.2x20)

Wooden
@ Connect the power cord (including earth) frame

of fan body to lead wire in accordance with
wiring diagram.

Wiring should be firmly connected without any
looseness. Connection example as follows:

Blue (N)_ Brown (L) Live (L) Neutral (N)

Fan body — - _ __. Power '
- §SI- - supply Lead wire

Power cord Green/Yellow Terminal Earth Power from power
of fan body (Earth) (not supplied) supply cord
M It is required to use terminal (not supplied)

that complies IEC 60998.
B Make sure all connections are fastened

firmly after wiring is finished.




HOW TO INSTALL

® Make power cord pass through wooden
frame, push fan body into wooden frame,
to fix the fan body and adaptor assembly.

® Firmly secure the fan body with 4 tapping
screws and a hexagon screw. Please peel
off the caution sheet after installation.

@ Connect duct. = refer to page 7
2.Connect duct

Install the ceiling plate, leave a space
of 2 mm~3 mm between flange and
ceiling plate.

@ Insert fixed spring of louver assembly
into groove, install louver to fan body.

Adaptor—__

assembly securely

Insert the
hook
securely

Power cord
Flange

Caution sheet

Tapping screv&ég o |

4
\ Hexagon screw

Ceiling plate

a
T

Leave a space of
2 mm~3 mm

1-2. Fan body installation method 2 (with anchor bolt)

@ Peel off the caution label stuck on
the adaptor assembly.

@ Connect the adaptor assembly to the
fan body, and fix the adaptor assembly
using a hexagon screw. Please peel off
the caution sheet after installation.

Caution label

Adaptor Hook securely

assembly

Insert the
hook securely

Fan body

Hexagon screw




HOW TO INSTALL

3 Secure the suspension brackets (not
supplied) with screws.

Suspension
bracket
The screw length should not exceed \/
8 mm.

Vibration-resistance
\ rubber piece

2 Pieces

Adjustable
range

23
@ Install the fan body on the anchor %]L o6
bolts. (M8-M10, not supplied). g‘ﬂ;?ame
Unit: mm -
Ce|||ng\%/

Anchor bolt

—
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Suspension bracket
with vibration-resistance rubber piece
® Connect duct. = refer to page 7
2.Connect duct

® Insert fixed spring of louver assembly
into groove, install louver to fan body.

2. Connect duct

@ Insert the duct (not supplied) into the Adhesive tape
adaptor and secure it with adhesive tape (not supplied) Inside R Outside
(not supplied) tightly. Suspend the duct
from the ceiling to prevent any external
force exerted on the fan body. Install the
duct horizontally with a gradient downwards
to the outside. And the outlet of duct shall be
located to avoid the rain ingress.

The minimum diameter of wall’s hole: 168 mm. pipe hood

@ Install the pipe hood or vent cap (not supplied) @
on the external wall.

/
Duct (not supplied)

FV-MCX150P | FV-VCX150P




TEST RUN

B When the power is turned on, please check whether all kinds of anomalies below happen.
 The fan does not run properly.

* The fan is clockwise rotation. - \

* The fan has abnormal vibration or noise. @/Power switch

M If anomalies happen, please check whether the installation is right.

USE AND MAINTENANCE INSTRUCTIONS

- [/\ WARNING) |

B Do not directly spray this product B Make sure that its power switch is set
with water and other liquids. to OFF before touching this product.

Otherwise, it may cause short Otherwise, it may cause electric
circuit or electric shock. shock.

B Once flammable gas leaks, do not M If you will not use this product any
start any function of this product. more, remove the product.

Otherwise, it may generate Otherwise, the product may fall
sparkle and lead to explosion. down and it may cause injury.
B Do not let water flow into the motor. M This product is applicable to living

Otherwise, it may damage the rooms, washrooms and other places
product or cause fire. where the humidity is not too high.

Otherwise, it may cause short
circuit or electric shock.

-

(/N cAUTION)

Bl Please wear gloves when cleaning the product.

0 Otherwise, it may cause damage.

[Cleaning Precautions}

B Never immerse resin parts in hot water over 60 °C.
B Never use petrol, benzene thinner or any other such chemicals for cleaning the product.




HOW TO MAINTENANCE

Clean product

D Remove the louver.

@ Wash and clean louver, then dry it

with a soft dry cloth or leave it air dry.

(® Remove dust and dirt on ventilating
fan body with a vacuum cleaner.

@ Use a cloth dampened with kitchen
detergent, remove any dirt from fan
body. Wipe dry with new cloth.

® Finally, install the louver again.

TROUBLESHOOTING

Vacuum cleaner

Check according to the following table and correct the symptom. If the product still does
not work correctly, disconnect the power source and contact After-Sales Service Center

or the dealer.

Anomaly | Insufficient |Excessive
Cause air flow noise

Excessive
vibration

Overheated
motor

Run
abnormally

Handle

Poor foundation O

O

Reinforce foundation

Faulty installation O

O

Re-adjust installation

Low voltage

Check power source

Sucked in objects/
Adhered dust

Inspect and clean

Faulty ducting

Inspect and adjust

Incorrect wiring

Change wiring




WIRING DIAGRAM

RED SWITCH

CAPACITORL (NOT INCLUDED)
BLACK BLUE

M
WHITE _BROWN
=

FUSE (IN MOTOR)

GREEN/YELLOW@S é
- »

SPECIFICATIONS

Voltage | Frequency coniav%/%ftion Air delivery | Noise |Static pressure | Net weight
[V] [Hz] [W] [m3/h] | [dB(A)] [Pa] [ke]

FV-27CGY9 | 220 50 49 430 41 170 4.6

Model No.

1. The values of power consumption, air volume, noise, current are specified at the static
pressure of 0 Pa.

2. The values of noise level is A weighted average sound pressure level, the mean value are
measured by our company.

3. The values of noise level are measured at 1 m away from the left side, right side and
bottom side of the sample respectively, and the calculate the average value.

The above specification may be changed without further notice.
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