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General Feature

Standard Series

FV-27CG9

o Well-lubricated ball bearing for long life operation

e Effective control of air turbulence with taper blade

e Resonance-Noise-Absorption Structure
e Pre-installed power cord

e Motor insulation Class E

e |P protection: [PX2

*FV-38CD8 / FV-38CHS8 Dimension Unit : mm PQ Curve

in WG Pa 220V 50Hz
1.2 1300
Long Life High Efficient N -~ ) L;O
e The unique design of HP (Half Pitch] e [aper blade design ettectively controls the 208 - 4 25
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motor incorporated with well lubricated turbulence surrounding the blade. Strong ——— — O- o 7

ball bearings. It reduces temperature and smooth ventilation performance Is i ey S 0.4-1100 \ 7/// "

rise and prolong motor Llfetime and achieved while noise level is reduced. [ Tals 7 . %/ 10

product durability. _E%I? 2//%//%/ ;

e Reverse flow prevention shutter results In : | - e 5t & 2 B B MM

Easy Installation it:;‘éf;(;:r:.rr\provement of air tightness and ‘ L e .| ’ A 100Ai1r5[\)/02[80m§50 00 3E0 CFM
e Wiring of power cord to product Is

pre-installed, just connect the cord to _

power supply for operation. Low Noise Specification

ExeRpLiy-aRULE & FY-aRlb * Ihe mtegra_tec_i Ly and orifice minimize Voltage Frequency Air Volume ' Consumption Noise Weight Installation Space | Duct Size

the transmission of noise from the fan and sate V] HzZl | [cMHI | TCFMI W1 [dB(A)] [kg] i el

e (assette type discharge adaptor facili- motor to exterior. This technology further |

tates the installation of the product, as reduces the operation noise to incredibly

well as duct connecting work. low level by "Resonance-Noise-Absorp- FV-27CG9 220 50 430 | 253 49 41 4.6 270 x 270 @150

tion” operation, which creates a silent

e Spring-clip on louver allows convenient environment.

installation and removal of louver. *Except FV-38CD8 & FV-38CH8 _—

1.The value of power consumption, air volume and noise are specified at the static pressure of 0 Pa.

2.The value of air volume is the mean value which is measured by our company.

3.The value of noise level is measured at 1m apart from the left, the right and the front of product, then get the average of three values.
4.The value of noise level is A weight average sound pressure level, the mean value is measured by our company.
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