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When using a drain pipe, install the drain socket (field supply) on 
to the drain port. Seal the other drain port with the rubber cap.
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ADAPTIVE DUCTED  Dimensions
S-1821PF3H/S-2430PF3H/S-3448PF3H

Detailed dimensions of indoor unit 

Type A B C D E F
mm mm mm mm mm Q’ty

1821 867 800 450 (Pitch 150 × 3) 71 592 12
2430 1,067 1,000 750 (Pitch 150 × 5) 21 792 16
3448 1,467 1,400 1,050 (Pitch 150 × 7) 71 1,192 20

a) Refrigerant tubing joint (liquid tube)
b) Refrigerant tubing joint (gas tube)
c) Upper drain port VP20 (ø26 mm)

200 mm flexible hose supplied
d) Bottom drain port VP20 (ø26 mm)
e) Suspension lug (4 – 12 × 30 mm)
f ) Power supply outlet
g) Fresh air intake port (ø100 mm)
h) Flange for flexible air outlet duct
i ) Electrical component box
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For M4 self-tapping screw 
A (Suspension bolt pitch)

E (Flange O.D.)

Detailed dimensions of indoor unit 

Type A B C D E F
mm mm mm mm mm Q’ty

1821 867 800 450 (Pitch 150 × 3) 71 592 12
2430 1,067 1,000 750 (Pitch 150 × 5) 21 792 16
3448 1,467 1,400 1,050 (Pitch 150 × 7) 71 1,192 20

a) Refrigerant tubing joint (liquid tube)
b) Refrigerant tubing joint (gas tube)
c) Upper drain port VP20 (ø26 mm)

200 mm flexible hose supplied
d) Bottom drain port VP20 (ø26 mm)
e) Suspension lug (4 – 12 × 30 mm)
f ) Power supply outlet
g) Fresh air intake port (ø100 mm)
h) Flange for flexible air outlet duct
i ) Electrical component box
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For M4 self-tapping screw 
A (Suspension bolt pitch)

E (Flange O.D.)

Detailed dimensions of indoor unit 

Type A B C D E F
mm mm mm mm mm Q’ty

1821 867 800 450 (Pitch 150 × 3) 71 592 12
2430 1,067 1,000 750 (Pitch 150 × 5) 21 792 16
3448 1,467 1,400 1,050 (Pitch 150 × 7) 71 1,192 20

a) Refrigerant tubing joint (liquid tube)
b) Refrigerant tubing joint (gas tube)
c) Upper drain port VP20 (ø26 mm)

200 mm flexible hose supplied
d) Bottom drain port
e) Suspension lug (4 – 12 × 30 mm)
f ) Power supply outlet
g) Fresh air intake port (ø100 mm)
h) Flange for flexible air outlet duct
i ) Electrical component box

i
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For M4 self-tapping screw 
A (Suspension bolt pitch)

E (Flange O.D.) unit:mm




