
Indoor Unit / D1 Type

• Ultra-Slim profile
• Suitable for standard and high ceilings
• Built-in drain pump provides 590 mm lift from ceiling
• Easy to install and maintain
• Hanging height can be easily adjusted
• Uses a DC fan motor to improve energy-efficiency

(1) One-direction “down-blow” system

Powerful one-direction “down-blow” system reaches the floor even 
from high ceilings (up to 4.2 m).

A built-in drain pump provides up to 590mm lift from 
ceiling height for flexible install options.

(2) Two-direction ceiling-mounted system

“Down-blow” and “front-blow” systems are combined in a ceiling-
mounted unit to blow air over a wide area.

(3) One-direction ceiling-mounted system

This powerful ceiling-mounted “front-blow” system efficiently air-
conditions the space in front of the unit.
(Additional accessories required)

Drain height

With 3 types of air-blow systems, the units can be used in various ways.

300 mm or less

590 mm or less

1-Way Cassette
Semi concealed slim cassette

Designed for installation within the ceiling void, the D1 range of slimline 1 way cassettes 
feature a quiet yet powerful fan that can reach the floor up 4.2 m from ceiling height.

Technical focus

Self-diagnosing 
Function

Automatic 
Fan 

Operation

Dry mode Intelligent Auto 
Swing

Automatic
Restart 

Function

Auto Swing
(Auto Flap Control)

Built-in Drain 
Pump

 1 Air intake grille
 2 Air outlet
 3  Refrigerant piping (liquid pipes) 

Size 28 to 56: Ø6.35 (flared) 
Size 73: Ø9.52 (flared)

 4  Refrigerant piping (gas pipes) 
Size 28 to 56: Ø12.7 (flared) 
Size 73: Ø15.88 (flared)

 5 Drain connection VP25 (outer Ø32)
 6 Power supply entry
 7 Discharge duct connection port (for descending ceiling)
 8 Wireless remote control receiver (option)
 9 Suspension mounting (4-12 x 30 slot)
 10 Fresh air intake (Ø100)
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D1TYPE

D1 TYPE 1-WAY CASSETTE Dimensions

CZ-KPD2

PANEL

Indoor Unit / D1 Type

Model Name S-28MD1E5 S-36MD1E5 S-45MD1E5 S-56MD1E5 S-73MD1E5

Power source 220/230/240 V, 1 phase - 50/60 Hz

Cooling capacity
kW 2.8 3.6 4.5 5.6 7.3

BTU/h 9,600 12,000 15,000 19,000 25,000

Heating capacity
kW 3.2 4.2 5.0 6.3 8.0

BTU/h 11,000 14,000 17,000 21,000 27,000

Power input
Cooling kW 0.050/0.051/0.052 0.050/0.051/0.052 0.050/0.051/0.052 0.058/0.060/0.061 0.086/0.087/0.089

Heating kW 0.039/0.040/0.042 0.039/0.040/0.042 0.039/0.040/0.042 0.046/0.048/0.049 0.075/0.076/0.077

Running 
current

Cooling A 0.40/0.39/0.39 0.40/0.39/0.39 0.40/0.39/0.39 0.46/0.46/0.46 0.71/0.70/0.69

Heating A 0.36/0.35/0.35 0.36/0.35/0.35 0.36/0.35/0.35 0.42/0.41/0.41 0.66/0.65/0.63

Fan

Type Sirocco fan Sirocco fan Sirocco fan Sirocco fan Sirocco fan

Air flow rate 
(H/M/L)

m³/h 720/600/540 720/600/540 720/660/600 780/690/600 1,080/900/780

L/s 200/167/150 200/167/150 200/183/167 217/192/167 300/250/217

Motor output kW 0.05 0.05 0.05 0.05 0.05

Sound power level  (H/M/L) dB 47/45/44 47/45/44 47/46/45 49/47/45 56/51/47

Sound pressure level (H/M/L) dB(A) 36/34/33 36/34/33 36/35/34 38/36/34 45/40/36

Dimensions * H x W x D mm 200+(20) x 1,000 (1,230) x 710 (800) 200+(20) x 1,000 (1,230) x 710 (800) 200+(20) x 1,000 (1,230) x 710 (800) 200+(20) x 1,000 (1,230) x 710 (800) 200+(20) x 1,000 (1,230) x 710 (800)

Pipe 
connections

Liquid mm (inches) Ø6.35 (Ø1/4) Ø6.35 (Ø1/4) Ø6.35 (Ø1/4) Ø6.35 (Ø1/4) Ø9.52 (Ø3/8)

Gas mm (inches) Ø12.7 (Ø1/2) Ø12.7 (Ø1/2) Ø12.7 (Ø1/2) Ø12.7 (Ø1/2) Ø15.88 (Ø5/8)

Drain piping VP-25 VP-25 VP-25 VP-25 VP-25

Net weight * kg 21 (+5.5) 21 (+5.5) 21 (+5.5) 21 (+5.5) 22 (+5.5)

* The values in ( ) for external dimensions and Net weight are the values for the 
  optional ceiling panel.
  Specifications are subject to change without notice.

GLOBAL 
REMARKS

Rated conditions: Cooling Heating

Indoor air temperature 27˚C DB / 19˚C WB 20˚C DB

Outdoor air temperature 35˚C DB / 24˚C WB 7˚C DB / 6˚C WB

DC
motor

unit: mm

CZ-RWRD3  
Receiver

CZ-RTC5B CZ-RWS3  
Remote controller

Optional accessory

CZ-RTC6CZ-RTC6W
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