
S-22MK3E S-28MK3E S-36MK3E S-45MK3E S-56MK3E S-73MK3E S-106MK3E

Power Source 220/230/240 V, 1 phase -
50/60 Hz

220/230/240 V, 1 phase -
50/60 Hz

220/230/240 V, 1 phase -
50/60 Hz

220/230/240 V, 1 phase -
50/60 Hz

220/230/240 V, 1 phase -
50/60 Hz

220/230/240 V, 1 phase -
50/60 Hz

220/230/240 V, 1 phase -
50/60 Hz

Cooling Capacity 2.2 kW,  7,500 BTU/h 2.8 kW,  9,600 BTU/h 3.6 kW,  12,300 BTU/h 4.5 kW,  15,400 BTU/h 5.6 kW,  19,100 BTU/h 7.3 kW,  24,900 BTU/h 10.6 kW,  36,200 BTU/h

Heating Capacity 2.5 kW,  8,500 BTU/h 3.2 kW,  10,900 BTU/h 4.2 kW,  14,300 BTU/h 5.0 kW,  17,100 BTU/h 6.3 kW,  21,500 BTU/h 8.0 kW,  27,300 BTU/h 10.6 kW,  36,200 BTU/h

Power Input (Cooling) 0.018/0.018/0.018 kW 0.019/0.019/0.019 kW 0.020/0.020/0.020 kW 0.025/0.025/0.025 kW 0.040/0.040/0.040 kW 0.055/0.055/0.055 kW 0.080/0.080/0.080 kW

Power Input (Heating) 0.018/0.018/0.018 kW 0.019/0.019/0.019 kW 0.020/0.020/0.020 kW 0.025/0.025/0.025 kW 0.040/0.040/0.040 kW 0.055/0.055/0.055 kW 0.080/0.080/0.080 kW

Running Current (Cooling) 0.19/0.19/0.19 A 0.20/0.20/0.20 A 0.22/0.22/0.22 A 0.25/0.25/0.25 A 0.35/0.35/0.35 A 0.50/0.50/0.50 A 0.70/0.70/0.70 A

Running Current (Heating) 0.19/0.19/0.19 A 0.20/0.20/0.20 A 0.22/0.22/0.22 A 0.25/0.25/0.25 A 0.35/0.35/0.35 A 0.50/0.50/0.50 A 0.70/0.70/0.70 A

Fan Type Cross-flow fan Cross-flow fan Cross-flow fan Cross-flow fan Cross-flow fan Cross-flow fan Cross-flow fan

Air Flow Rate (H/M/L) 540/480/420 m3/min,
150/133/117 L/s

570/510/420 m3/min,
158/142/117 L/s

630/540/450 m3/min,
175/150/125 L/s

690/600/450 m3/min,
192/167/125 L/s

900/840/780 m3/min,
250/233/217 L/s

1,140/1,020/840 m3/min,
317/283/233 L/s

1,320/1,080/840 m3/min,
367/300/233 L/s

Fan Motor Output 0.03 kw 0.03 kw 0.03 kw 0.03 kw 0.03 kw 0.03 kw 0.03 kw

Sound Power Level (H/M/L) 47/45/44 dB 48/46/44 dB 50/47/44 dB 53/48/44 dB 55/53/50 dB 62/59/55 dB 65/60/55 dB

Sound Pressure Level
(H/M/L) 32/30/29 dB(A) 33/31/29 dB(A) 35/32/29 dB(A) 38/33/29 dB(A) 40/38/35 dB(A) 47/44/40 dB(A) 50/45/40 dB(A)

Dimensions H295 × W890 × D244 mm H295 × W890 × D244 mm H295 × W890 × D244 mm H295 × W890 × D244 mm H295 × W1,060 × D249 mm H295 × W1,060 × D249 mm H295 × W1,060 × D249 mm

Pipe Port Diameter (Liquid) Ø6.35 mm (Ø1/4 inches) Ø6.35 mm (Ø1/4 inches) Ø6.35 mm (Ø1/4 inches) Ø6.35 mm (Ø1/4 inches) Ø6.35 mm (Ø1/4 inches) Ø9.52 mm (Ø3/8 inches) Ø9.52 mm (Ø3/8 inches)

Pipe Port Diameter (Gas) Ø12.7 mm (Ø1/2 inches) Ø12.7 mm (Ø1/2 inches) Ø12.7 mm (Ø1/2 inches) Ø12.7 mm (Ø1/2 inches) Ø12.7 mm (Ø1/2 inches) Ø15.88 mm (Ø5/8 inches) Ø15.88 mm (Ø5/8 inches)

Pipe Port Diameter
(Drain piping) Ø18 mm Ø18 mm Ø18 mm Ø18 mm Ø18 mm Ø18 mm Ø18 mm

Net Weight 12 kg 12 kg 12 kg 12 kg 14 kg 14 kg 14 kg


