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Thank you for purchasing this Panasonic product.
Please read these installation and operating instructions carefully before attempting 
to install, operate or service the Panasonic product. Please carefully read the 
“Installation cautions” (P.2~3) of this installation and operating instructions before 
installation. Failure to comply with installation and operating instructions could result 
in personal injury or property damage. Please explain to users how to operate and 
maintain the product after installation, and this booklet should be presented to users.
Please retain this booklet for future reference.
ขอขอบคณุทีเ่ลอืกซือ้ผลติภณัฑพ์านาโซนคิ
โปรดอา่นคูม่อืการตดิตัง้และการใชง้านนีโ้ดยละเอยีดกอ่นท�ำการตดิตัง้ ใชง้าน หรอืบ�ำรงุรักษามา่นอากาศ 
พานาโซนคิ โปรดอา่น "ขอ้ควรระวงัในการตดิตัง้" (หนา้ 14~15) ในคูม่อืการตดิตัง้และการใชง้านนี ้
โดยละเอยีดกอ่นท�ำการตดิตัง้ หากไมป่ฏบิตัติามคูม่อืดงักลา่วแลว้ อาจสง่ผลใหเ้กดิการบาดเจ็บตอ่ตวัทา่น
เอง หรอืเกดิความเสยีหายตอ่ทรัพยส์นิได ้โปรดอธบิายใหผู้ใ้ชท้ราบถงึวธิกีารใชง้าน การบ�ำรงุรักษา 
มา่นอากาศภายหลงัจากตดิตัง้แลว้ พรอ้มทัง้มอบคูม่อืนีใ้หแ้กผู่ใ้ช ้
โปรดเก็บคูม่อืนีไ้วเ้พือ่ใชอ้า้งองิในอนาคต



■■If the supply cord is damaged, it must be replaced by the manufacturer, 
its service agent or similarly qualified persons in order to avoid a hazard.
■■This product is not intended for use by persons (including children) with 
reduced physical, sensory or mental capabilities, or lack of experience and 
knowledge, unless they have been given supervision or instruction 
concerning use of the product by a person responsible for their safety.
■■Children should be supervised to ensure that they do not play with the 
product.
■■Make sure to disconnect the power supply before cleaning the product.

The following explanations must always be observed in order to prevent harm to 
users or other people and prevent damage to property.
■■The following displays are classified and explained to what extent harm or damage 
occurs when the display details are ignored and the unit in question is wrongly used.

 WARNING This indication means: Must be treated seriously that 
this may result in death or serious injury.

 CAUTION This indication means: Must be treated seriously that 
this may result in injury or property damage.

■■The types of details to be observed are classified and explained in the following 
illustrated displays. (Below are the series of illustrated displays)

This symbol indicates the 
“COMPULSORY” item that must 
be followed without failure.

This symbol indicates the item 
“PROHIBITED” to do.

Safety instructions Please observe strictly

Installation cautions

■■Please install an all-pole switch which 
the contact separation is more than 
3mm (Double pole switch).

Otherwise, it may cause  
a short circuit, thus  
resulting a fire.

■■Do not operate the product other 
than the rated voltage.

Otherwise, it may damage the 
product or cause fire.

■■The product must be grounded.

Otherwise, it may cause electric 
shock when there is any trouble 
or electric leakage.

■■Wiring should be firmly connected 
without any loose.

Otherwise, it may cause a short 
circuit, thus resulting a fire.

■■Installation should be done by 
authorized person. The product 
should be installed firmly.

Otherwise, the product may fall 
down and it may cause injury.

■■Do not reconstruct this product.

Otherwise, it may cause damage 
to the product or injury.

 WARNING
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Installation cautions

■■Product must be installed by 2 persons.

Otherwise, the product may fall 
down and it may cause injury.

■■The special-purpose or dedicated 
parts, such as mounting fixtures,  
must be used if such parts are 
provided.

Otherwise, the product may  
fall down and it may cause 
injury.

■■The product must be mounted on a 
building which is strong enough. To 
ensure it can bear over 5 times of 
product weight. The building must be 
reinforced if its strength can not be 
ensured.

	Otherwise, the product 
may fall down and it 
may cause injury.

■■Please wear the gloves when installing 
the product.

	 Otherwise, it may 
cause damage.

 CAUTION

■■The product must be installed tightly.  
Components must be installed tightly.

Otherwise, it may injury person 
caused by product’s falling off.

■■Do not install the product as the 
method which is not approved in the 
installation and operating instructions.

Otherwise, the product any fall 
down and it may cause injury.

■■It’s prohibited to install the product in 
locations such as machinery, chemical 
plants or research facilities where it 
will be exposed to noxious gases 
containing acids, alkali, organic 
solvents, paint fumes, etc., to gases 
contaning corrosive ingredients.

It could cause gas poisoning, 
corrosion and degradation of 
product that results in a fire.

 WARNING

■■It’s prohibited to install in the following locations.
Do not install the product 
where there is steam.

Location with combustible 
gas or emission of 
exhaust gas.

Do not install the product 
out of the window and 
wall.

Indoor Outdoor

Otherwise, it may cause  
a short circuit, thus 
resulting in a fire.

Otherwise, it may cause  
a short circuit, thus 
resulting in a fire.

Otherwise, the product 
may get wet in the rain 
and cause a short circuit.
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The following attachments are enclosed in the packing box of product. Be sure to 
check if they are complete after unpacking, and if anything is missed, contact our 
After-Sales Service Center or the dealer.

No. Drawing Name Quantity No. Drawing Name Quantity

1 Washer 6 4 Bolt M8×60L 6

2
Spring 
washer 6 5

Installation and 
operating 

instructions
1

3
Nut

(M8) 6 6
Service  

parts list 1

■■Front view

           

A
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���

�

■■Back view

  

250 250 250

B 400 400 B

62
12
0

22
17
0

�

Power supply cord
6 holes

(M8 bolts are used)

8 holes
( 8mm wooden screws are used)

■■Right view
212

23
1.
5

�

� �Direction
of

Air outlet

Model No. A B
FY-2509U1, FY-3009U1, FY-3509U1, FY-4009U1   900   50
FY-2512U1, FY-3012U1, FY-3512U1, FY-4012U1 1200 200
FY-2515U1, FY-3015U1, FY-3515U1, FY-4015U1 1500 350

No. Part name Classification No. Part name Classification
1 Front panel Resin ABS 6 Motor support Steel SGCC
2 Air outlet Resin ABS

7 Cross-flow impeller
Steel plate + ResinAS 

+ Glass fiber3 Mounting plate Steel SGCC
4 Back panel Steel SGCC 8 Push–button switch Assembly part
5 Motor Assembly part 9 Guide plate Resin ABS

Notice
Please refer to the table above to recycle the materials as much as possible when 
discarding this product.

Parts name and dimensions

Supplied accessories
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Requirement of installation

The applicable ambient temperature  
of this product is in the range of 
-10°C~40°C.

Do not install the product where it is 
exposed to oil fumes.

It’s prohibited to install in the uneven 
surface. (Flatness shall be 3mm below.)

Distortion results in reducing the 
separation performance.

Locations where freezing could happen.

Otherwise, it may damage the 
product or cause fire.

Do not install the product in the place 
with many dust.

Impeller deformation may be 
caused by sand and dust piling 
up, which may affect the 
performance.

■■Please observe the following requirement. Otherwise, it may cause the product 
aging and breakdown.

■■The lowest surface of this product 
should be installed above 2.3m from 
the floor after installation.

Avoiding any accident.

■■Please install the product horizontally, 
don’t vertically install the product.

It could affect the 
performance of bearing.

■■The distance between product and 
ceiling must be 50mm above.

The ceiling is excessively 
close to air inlet that may 
reduce the separation 
performance.

■■Ensure the space among products is 
20~40mm when multiple products 
operate in row.

20~40mm

Easy for installation.

■■Please block the clearance between 
wall and product.

	 Prevent product 
from sucking in 
outdoor air from 
clearances.

2.3m above

50mm above
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How to install
1. Fix the mounting plate

■■Mounting on concrete wall.
1.	Remove mounting plate from product.  

Taking the mounting plate by removing the  
3 screws.

2.	Firmly fix the bolts in the proper position.
·	Determine the position on the wall and drill  

into the wall.
·	Fit the bolts into the holes.
·	Fill the holes with concrete.
·	Install the mounting plate and check if it’s  

secured when the concrete solidifies.

Notice
Distance of bolt head away from wall should  
be 13~15mm.

3.	Fix the mounting plate with washers, spring  
washers and nuts.

2.Preparation before wiring Carry out this step if the distance between top(face of product and ceiling is less than 150mm.)
Pre-hang up the product into the bottom holes of mounting plate.

  

150mm above

  
Bottom holes

Mounting
Plate Screw

Concrete

Bolt
M8×60L

13-15mm

About 70mm

D
ia

m
et

er
: 4

0-
50

m
m

Washer

Wall

Nut

Spring washer

Mounting plate

■■Please use the mounting plate 
provided with product to avoid the 
dropping caused by insufficient 
strength.

 CAUTION

■■Other installation methods

M8 bolt

15mm 
below

100mm abovePartition plate 
(not supply) is 
installed at four 
sides. Ceiling

350mm above

Wooden
screw  
( 8×60L)

Mounting on steel
hanger

Notice
1.	It’s prohibited to install the product on hollow 

wall, otherwise it may produce noises.
2.	Conduct the necessary reinforcement, 

depending on the particular condition to 
avoid noise resonance and vibration.

1.	The inside space of ceiling should exceeding 
the dimensions as indicated above to ensure 
the space of air inlet, please select the larger 
model if space of air inlet can’t be reserved.

2.	Don’t place the substances near the air inlet 
or outlet grille (include the grille). 
It could affect the performance.

Mounting on wooden
frame

Mounting inside the ceiling
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How to install
3. Wiring

■■Wiring is required to follow the local wiring regulations. 
Otherwise, it may cause fire.
■■Please select 60227 IEC 53 ordinary polyvinyl chloride sheathed cord. 
Nominal cross-sectional area of conductors is 3×1.0mm2. 
Otherwise, it may cause fire.
■■The product is not provided with Double pole switch and leakage protection 
switch. Please purchase them in market.
■■It is required to use terminal (not supply) that complies IEC 60998 and wiring 
box (not supply) that complies local regulation.
■■Wiring should be firmly connected without any loose.

 WARNING

Wiring box
(not supply) Neutral

(N)
Live
(L)

Brown
(L)

Blue
(N)

Power cord
of the product

Green/Yellow
(Earth)

Terminal block
(not supply)

Earth wire

Power
supply cord

Lead wire
from source

Air curtain

Power cord
of the product

■■ Connect the power cord (included earth) of product to lead wire in accordance with the wiring 
diagram.
■■ Make sure all connections are fastened firmly after finishing wiring.

4. Installation of product
1.	Remove the product from the bottom holes.

2.	Fixing the product.
Align the groove of back panel with both sides of  
mounting plate. Fit the hooks into the top holes  
of mounting plate.

Groove

Mounting plate

Back panel

3.	Fasten the screws. (3 places)

Notice
The torque is suggested to be 1.2N·m.

Bottom holes

Top holes
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Multiple products operate in group
●	Please purchase necessary parts 

following with local electrical 
requirements, except the power  
supply cord.

Power supply cord

■■Please select the switch of whose 
capacity has 1.2~1.5 times total current, 
when multiple products operate.
■■Earth leakage breaker protector 
should be equipped, otherwise it may 
cause an electrical shock.
■■The number of interlocking operation 
is not more than 6.

 WARNING

Wiring diagram

N
L

N
L

M
o

to
r

TE
RM

IN
A

L

Po
w

er
  

So
ur

ce

Red

Orange

Black Black
Green/Yellow

Blue
Brown

Double Pole Switch
Customer Provide

(Contact Point Separate Distance Over 3mm)

Switch
WhiteWhite(H)

Yellow(L) Yellow

Operation of Control panel

FY-4009U1

OFF LOW HIGH

Operation methods

※Representative model

1	Start to operate

2	Select the mode of operation

Press “HI” or “LO” button to start the product as 
shown in left figure.

Press “HI” button if high air velocity is required.

Press “LO” button if quiet and low velocity is 
required.

Capacitor
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■■Guide vane in air outlet can be adjusted according to service environment to 
reach the ideal separation performance.

1	While strong wind in outdoor

Air outlet
Guide vane

Strong wind 
in outdoor

2	While light wind in outdoor

Air outlet
Guide vane Light wind

in outdoor

3	Heating

Air outlet
Guide vane

Hot indoor Cold outdoor

4	Cooling

1.	Room has opening  
(window, grille, etc.)

Air outlet Guide vane

Cold
indoor

Hot
outdoor

Air outlet Guide vane

Cold
indoor

Hot
outdoor

Operation methods

3	Stop operating

Notice
The product is in stand-by mode after pressing the “OFF”, it’s still connected to the 
power.

Press “OFF” button to stop the product.

2.	Room is air tight  
(no opening)
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Routine maintenance

■■Make sure to disconnect power 
supply before cleaning product.

Otherwise, the 
product might 
operate with the possibility of 
electric shock or injury.

■■Please contact entrusted distributor 
where you purchased or qualified 
persons to service the product.

Otherwise, it may damage the 
product or cause fire.

■■It’s prohibited to insert fingers or 
sticks into the product, air inlet or 
outlet.

Impeller at high speed rotation 
may cause injuries.

■■Do not let water flow into the motor.

Otherwise, it may damage the 
product or cause fire.

■■If you will not use this product any 
more, remove the product.

Otherwise, the product may fall 
down and it may cause injury.

■■Once flammable gas leaks, do not 
start any function of this product.

Otherwise, it may generate 
sparkle and this leads to explosion.

■■Don’t turn on or off the power with 
wet hands.

It may cause a electrical shock. 

■■Immediately stop to wait for repair if 
abnormities happen (noise, vibration, 
smell).

It may cause the unexpected 
accidents.

■■It’s prohibited to place the burning 
appliances in a position where 
product directly blows.

It may result in carbon 
monoxide poisoning 
caused by incomplete 
combustion.

 WARNING

■■2 persons are required to conduct the 
maintenance.

Otherwise, the product may  
fall down and it may cause 
injury.

■■It’s forbidden to hang anything on the 
product.

Product may drop due to the 
increased weight.

■■Please wear the gloves when cleaning 
the product.

Otherwise, it may cause damage.

■■Do not directly spray this product with 
water and other liquids.

Otherwise, it may cause short 
circuit or electric shock.

 CAUTION
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Routine maintenance

■■Eyes should not be faced to the air 
outlet (specially when the product 
stars up).

The blowing substance could 
damage your eyes.

■■Please don’t place the substances 
near to the air outlet or inlet grille.

It may result in personal injuries 
due to blowing out or sucking in.

■■The strong air from air curtain may 
cause the sand and dust.

It may result in personal injuries.

■■Never use petrol, benzene, thinner or 
any other such chemicals for cleaning 
the product.

Volatile oil

Metallic brush

G
asoline

Thinner

Otherwise, dropping caused by 
corrosion of product, which may 
result in personal injuries.

 CAUTION

Notice
■■Make sure to disconnect power supply before 
cleaning product.

■■Disassembly of part
This part can be easily taken out by
removal of 7 screws as indicated in
the right figure.
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Trouble shooting
Check according to the following table and take measures. If the product still does 
not work normally, disconnect the power and contact After-Sale Service Center or 
the dealer.

Condition 1st Possible reason 2nd Possible reason 3rd Possible reason

Pr
im

ar
y 

Pe
rio

d

Can’t operate. Check the voltage. Wiring is not correct.
(  P7)

With large noise 
or significant 
vibration.

Installed not properly.
(  P6～P7)

Poor separation 
performance.

Not suitable model. Guide vane is not in 
proper position.
(  P9)

Product is installed 
vertically.

D
ur

in
g 

op
er

at
io

n Can’t operate. Wiring is not fixed. Double pole switch 
became off.

Poor separation 
performance.

Air inlet grille is 
blocked.

With large noise 
or significant 
vibration.

Dust piles up in 
impeller.

Any other substances 
fell into the product.

Motor runs 
abnormally.
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Voltage: 1 phase 220V    Frequency: 50Hz

Model

Outlet 
Velocity 

m/s

Power 
Consumption 

W

Current  
A

Noise 
dB(A)

Air Volume 
m³/h Insulation 

Class
Length 

mm
Weight 

kg

Installation 
height

(m)
High Low High Low High Low High Low High Low

FY-2509U1   8.5   7.5   63   55 0.29 0.28 44 41.5   950   840 B   900 12 2.5

FY-2512U1   8.5   7.5   77   75 0.35 0.34 43 41 1250 1150 B 1200 14 2.5

FY-2515U1   8.5   7.5   93   73 0.42 0.34 45 42 1400 1150 B 1500 17.5 2.5

FY-3009U1 10.5   8.5   76   70 0.35 0.32 48.5 45 1100   920 B   900 12 3.0

FY-3012U1   9.5   8   94   85 0.43 0.4 48.5 44.5 1400 1270 B 1200 14.5 3.0

FY-3015U1 10.5   9.5 131 110 0.59 0.5 51.5 48 2000 1800 B 1500 18 3.0

FY-3509U1 11   9   95   85 0.41 0.39 51 49 1150 1000 B   900 12 3.5

FY-3512U1 10.5   8.5 114 100 0.49 0.46 49 46 1550 1300 B 1200 14.5 3.5

FY-3515U1 11   9 146 110 0.67 0.52 52 49 1800 1500 B 1500 18 3.5

FY-4009U1 12 10 110   94 0.5 0.43 54.5 51 1340 1190 B   900 12.5 4.0

FY-4012U1 12 10 126 105 0.59 0.49 52.5 48.5 1700 1530 B 1200 15.5 4.0

FY-4015U1 13 10 177 147 0.81 0.68 56 52 2450 2080 F 1500 18 4.0

Voltage: 1 phase 240V    Frequency: 50Hz

Model

Outlet 
Velocity 

m/s

Power 
Consumption 

W

Current  
A

Noise 
dB(A)

Air Volume 
m³/h Insulation 

Class
Length 

mm
Weight 

kg

Installation 
height

(m)
High Low High Low High Low High Low High Low

FY-2509U1   9   8   71   65 0.31 0.29 46 43.5 1000   900 B   900 12 2.5

FY-2512U1   9   8   89   86 0.37 0.36 46 44 1350 1250 B 1200 14 2.5

FY-2515U1   9   8 106   84 0.44 0.35 48 45 1500 1250 B 1500 17.5 2.5

FY-3009U1 10.5   9   86   80 0.37 0.35 50.5 47.5 1150   960 B   900 12 3.0

FY-3012U1 10   8.5 107   95 0.46 0.43 50.5 47 1500 1320 B 1200 14.5 3.0

FY-3015U1 11 10 145 115 0.6 0.5 53.5 50.5 2100 1850 B 1500 18 3.0

FY-3509U1 11.5   9.5   99   96 0.42 0.4 54 51 1200 1050 B   900 12 3.5

FY-3512U1 11   9 122 112 0.51 0.47 51 48 1650 1400 B 1200 14.5 3.5

FY-3515U1 11.5   9.5 161 125 0.68 0.54 54 51 1800 1600 B 1500 18 3.5

FY-4009U1 12.5 10.5 122 100 0.51 0.43 56.5 53.5 1360 1200 B   900 12.5 4.0

FY-4012U1 12.5 10.5 139 110 0.6 0.49 54.5 51 1800 1580 B 1200 15.5 4.0

FY-4015U1 13.5 10.5 190 160 0.86 0.68 58 54.5 2500 2050 F 1500 18 4.0

Notice
1.	The parameters as shown in above table are measured at ambient temperature of 20°C.
2.	The noise value is measured 1.5m away from the product at angle of 45° below the air outlet.
3.	Because the above-mentioned velocity is measured in test laboratory where it’s empty, without air flow and 

obstacle, after actual installation the velocity may vary depending on different service environment.
4.	Outlet velocity is the maximum value.

Specifications
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■■หากสายไฟช�ำรดุ เพือ่ไมใ่หเ้กดิอนัตราย ตอ้งใหผู้ผ้ลติ ชา่ง หรอืบคุคลทีม่คีณุสมบตัใิกลเ้คยีง
เป็นผูด้�ำเนนิการเปลีย่นสายไฟให ้
■■บคุคล (รวมทัง้เด็ก) ทีม่คีวามบกพรอ่งดา้นสมรรถภาพทางกาย ประสาทสมัผัส สตปัิญญา หรอื
ขาดประสบการณ ์และความรูไ้มค่วรใชม้า่นอากาศนี ้เวน้แตว่า่ไดรั้บการควบคมุดแูลขณะ 
ใชง้านหรอืไดรั้บค�ำแนะน�ำในการใชง้านจากผูรั้บผดิชอบตอ่ความปลอดภยัของบคุคลดงักลา่ว 
เทา่นัน้
■■ควรควบคมุดแูลไมใ่หเ้ด็กเลน่มา่นอากาศ
■■ตรวจสอบใหแ้น่ใจวา่ไดป้ลดแหลง่จา่ยไฟออกแลว้กอ่นทีจ่ะท�ำความสะอาดมา่นอากาศ

ตอ้งปฏบิตัติามค�ำอธบิายตอ่ไปนี ้เพือ่ป้องกนัอนัตรายตอ่ผูใ้ชห้รอืบคุคลอืน่ และป้องกนัไมใ่หท้รัพยส์นิเสยี
หาย

■■ขอ้ความตอ่ไปนีจ้ะจ�ำแนกและอธบิายถงึอนัตรายหรอืความเสยีหายทีอ่าจเกดิขึน้หากละเลยรายละเอยีด
ของขอ้ความดงักลา่ว และใชง้านเครือ่งไมถ่กูตอ้ง

 ค�ำเตอืน ขอ้บง่ชีน้ีห้มายถงึ: ตอ้งปฏบิตัโิดยเครง่ครัด มฉิะนัน้แลว้อาจสง่ผลให ้
สญูเสยีชวีติหรอืเกดิการบาดเจ็บสาหสัได ้

 ขอ้ควรระวงั ขอ้บง่ชีน้ีห้มายถงึ: ตอ้งปฏบิตัโิดยเครง่ครัด มฉิะนัน้แลว้อาจสง่ผลให ้
เกดิการบาดเจ็บหรอืเกดิความเสยีหายตอ่ทรัพยส์นิได ้

■■ประเภทของรายละเอยีดทีต่อ้งปฏบิตัติามสามารถจ�ำแนกและอธบิายไดด้งัภาพตอ่ไปนี ้(ดา้นลา่งเป็นชดุ
ภาพแสดงรายละเอยีดทีต่อ้งปฏบิตัติาม)

สญัลกัษณน์ีห้มายถงึ "ขอ้บงัคบั" ทีต่อ้ง
ปฏบิตัติามโดยไมม่กีารละเวน้ สญัลกัษณน์ีห้มายถงึ "ขอ้หา้ม" ปฏบิตั ิ

ขอ้แนะน�ำเพือ่ความปลอดภยั โปรดปฏบิตัติามโดยเครง่ครัด

ขอ้ควรระวงัในการตดิตัง้

■■ควรตดิตัง้สวติชแ์บบหลายขัว้ทีม่ชีอ่งแยกการ
สมัผัสกวา้งกวา่ 3 มม. (สวติชส์องขัว้)

มฉิะนัน้อาจเป็นสาเหตขุอง
ไฟฟ้าลดัวงจร ซึง่ท�ำใหเ้กดิ
เพลงิไหมไ้ด ้

■■หา้มใชม้า่นอากาศ หากมแีรงดนัไฟฟ้าเกนิ 
กวา่คา่ทีก่�ำหนดไว ้

มฉิะนัน้อาจท�ำใหม้า่นอากาศช�ำรดุ  
หรอืท�ำใหเ้กดิเพลงิไหมไ้ด ้

■■ตอ้งตอ่สายดนิเขา้กบัมา่นอากาศ

มฉิะนัน้อาจท�ำใหไ้ฟฟ้าชอ็ตได ้หากเกดิ
ปัญหาหรอืเกดิไฟร่ัว

■■ควรเชือ่มตอ่จดุเดนิสายไฟใหแ้น่นโดยไมใ่หเ้กดิ
รอยหลวม

มฉิะนัน้อาจเป็นสาเหตขุองไฟฟ้าลดัวงจร 
ซึง่ท�ำใหเ้กดิเพลงิไหมไ้ด ้

■■การตดิตัง้ตอ้งด�ำเนนิการโดยชา่งทีไ่ด ้ 
รับใบรับรองเทา่นัน้ ควรตดิตัง้มา่นอากาศนีใ้ห ้
มัน่คง

มฉิะนัน้มา่นอากาศอาจตกลงมาจน 
เกดิการบาดเจ็บได ้

■■หา้มถอดรือ้ช ิน้สว่นมา่นอากาศนี้

มฉิะนัน้อาจท�ำใหม้า่นอากาศช�ำรดุ 
หรอืเกดิการบาดเจ็บได ้

 ค�ำเตอืน
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ขอ้ควรระวงัในการตดิตัง้

■■การตดิตัง้มา่นอากาศตอ้งด�ำเนนิการโดย 
บคุคล 2 คน

มฉิะนัน้มา่นอากาศอาจตกลงมาจน 
เกดิการบาดเจ็บได ้

■■หากมชี ิน้สว่นพเิศษหรอืชิน้สว่นเฉพาะมาให ้
พรอ้มกบัเครือ่ง จะตอ้งใชช้ ิน้สว่นดงักลา่วเสมอ 
เชน่ อปุกรณย์ดึตดิ 

มฉิะนัน้มา่นอากาศอาจตกลงมาจน 
เกดิการบาดเจ็บได ้

■■ตอ้งตดิตัง้มา่นอากาศเขา้กบัอาคารที ่
มคีวามมัน่คงเพยีงพอ ทัง้นี ้เพือ่ใหม้ัน่ใจวา่
สามารถรับน�้ำหนักไดม้ากกวา่น�้ำหนักของมา่น 
อากาศ 5 เทา่ ตอ้งด�ำเนนิการเสรมิมัน่คง 
หากไมแ่น่ใจวา่อาคารดงักลา่วมคีวามมัน่คงเพยีง
พอ

	มฉิะนัน้มา่นอากาศอาจ 
ตกลงมาจนเกดิการบาดเจ็บ
ได ้

■■ควรสวมถงุมอืทกุครัง้เมือ่ท�ำการตดิตัง้

	 มฉิะนัน้อาจท�ำใหเ้กดิความ
เสยีหายได ้

 ขอ้ควรระวงั

■■ควรตดิตัง้มา่นอากาศนีใ้หม้ัน่คง  
ควรตดิตัง้สว่นประกอบตา่งๆ ใหม้ัน่คง

มฉิะนัน้อาจท�ำใหบ้าดเจ็บได ้ 
หากมา่นอากาศตกหลน่ลงมา

■■หา้มตดิตัง้มา่นอากาศดว้ยวธิกีารทีไ่มไ่ด ้
ก�ำหนดไวใ้นคูม่อืการตดิตัง้และการใชง้าน

มฉิะนัน้มา่นอากาศอาจตกลงมาจน 
เกดิการบาดเจ็บได ้

■■หา้มตดิตัง้มา่นอากาศในบรเิวณทีเ่ป็น 
เครือ่งจักร โรงงานเคม ีหรอืสถานทีศ่กึษาวจัิย 
ซึง่ตอ้งสมัผัสกบักา๊ซพษิทีเ่ป็นกรด ดา่ง สาร
ตวัท�ำละลายอนิทรยี ์ควนัส ีหรอืกา๊ซทีม่สีว่น
ประกอบทีม่ฤีทธิก์ดักรอ่น

การตดิตัง้มา่นอากาศในบรเิวณ 
ดงักลา่วอาจท�ำใหเ้กดิกา๊ซพษิ การ
กดักรอ่น และการสกึกรอ่นของมา่น 
อากาศจนท�ำใหเ้กดิเพลงิไหมไ้ด ้

 ค�ำเตอืน

■■หา้มตดิตัง้มา่นอากาศในบรเิวณดงัตอ่ไปนี้
หา้มตดิตัง้มา่นอากาศใน 
บรเิวณทีม่ไีอน�้ำ

บรเิวณทีม่กีา๊ซไวไฟหรอืมกีาร
ปลดปลอ่ยกา๊ซไอเสยีออกมา

หา้มตดิตัง้มา่นอากาศนอก 
หนา้ตา่งหรอืนอกผนังหอ้ง

ภายใน
อาคาร

ภายนอก
อาคาร

มฉิะนัน้อาจเป็นสาเหตขุองไฟฟ้า
ลดัวงจร ซึง่ท�ำใหเ้กดิเพลงิไหม ้
ได ้

มฉิะนัน้อาจเป็นสาเหตขุองไฟฟ้า
ลดัวงจร ซึง่ท�ำใหเ้กดิเพลงิไหม ้
ได ้

มฉิะนัน้มา่นอากาศอาจเปียกฝน  
และท�ำใหไ้ฟฟ้าลดัวงจรได ้
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อปุกรณต์ดิตัง้ตอ่ไปนีร้วมอยูใ่นกลอ่งบรรจมุา่นอากาศ ตรวจสอบอปุกรณต์ดิตัง้ดงักลา่ววา่มอียูค่รบ 
ทกุชิน้หรอืไม ่หากมชี ิน้ใดหายไป ควรตดิตอ่ศนูยบ์รกิารหลงัการขายหรอืตวัแทนจ�ำหน่าย

หมายเลข ภาพลายเสน้ ชือ่ จ�ำนวน หมายเลข ภาพลายเสน้ ชือ่ จ�ำนวน

1 แหวน 6 4 สลกัเกลยีว M8×60L 6

2 แหวนสปรงิ 6 5
คูม่อืการตดิตัง้และ

การใชง้าน 1

3
น็อต
(M8) 6 6

รายชือ่ช ิน้สว่นส�ำหรับ
ซอ่มบ�ำรงุ 1

■■ภาพดา้นหนา้

      

A
�

���

�

■■ภาพดา้นหลงั

250 250 250

B 400 400 B

62
12
0

22
17
0

�

สายไฟ
6 รู

(ใชส้ลกัเกลยีว M8)

8 รู
(ใชส้กรไูมข้นาด 8 มม.)

■■ภาพดา้นขวา
212

23
1.
5

�

� �ทศิทาง
ของ

ทอ่ลมออก

หมายเลขรุน่ A B
FY-2509U1, FY-3009U1, FY-3509U1, FY-4009U1  900  50
FY-2512U1, FY-3012U1, FY-3512U1, FY-4012U1 1200 200
FY-2515U1, FY-3015U1, FY-3515U1, FY-4015U1 1500 350

หมายเลข ชือ่ช ิน้สว่น การจ�ำแนกประเภท หมายเลข ชือ่ช ิน้สว่น การจ�ำแนกประเภท

1 แผงดา้นหนา้ พลาสตกิ ABS 6 ฐานรองมอเตอร์ เหล็ก SGCC

2 ทอ่ลมออก พลาสตกิ ABS
7 ใบพัดแบบไหลตัง้ฉาก

แผน่เหล็ก + พลาสตกิ AS 
+ ไฟเบอรก์ลาส 3 แผน่ยดึเครือ่ง เหล็ก SGCC

4 แผน่รองหลงั เหล็ก SGCC 8 สวติชป์ุ่ มกด ชิน้สว่นประกอบ

5 มอเตอร์ ช ิน้สว่นประกอบ 9
แผน่โลหะส�ำหรับใส่

สลกับงัคบั พลาสตกิ ABS

ขอ้ควรสงัเกต

โปรดดตูารางดา้นบนเพือ่น�ำวสัดไุปรไีซเคลิใหม้ากทีส่ดุเทา่ทีจ่ะเป็นไปไดเ้มือ่ทิง้มา่นอากาศนี้

ชือ่ช ิน้สว่นและขนาด

อปุกรณท์ีใ่หม้าพรอ้มกบัมา่นอากาศ
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ขอ้ก�ำหนดในการตดิตัง้

อณุหภมูแิวดลอ้มทีเ่หมาะสมในการใชง้าน 
มา่นอากาศนีอ้ยูร่ะหวา่ง -10˚C ~ 40˚C

หา้มตดิตัง้มา่นอากาศในบรเิวณทีต่อ้งสมัผัส 
กบัควนัจากน�้ำมนั

หา้มตดิตัง้มา่นอากาศบนพืน้ทีไ่มไ่ดร้ะดบั  
(ความราบตอ้งไมเ่กนิ 3 มม.)

หากบดิเบอืนไปจากคา่ดงักลา่วอาจลด
ประสทิธภิาพในการแยกอากาศ

บรเิวณทีอ่าจเกดิการเยอืกแข็งขึน้ได ้

มฉิะนัน้อาจท�ำใหม้า่นอากาศช�ำรดุ  
หรอืท�ำใหเ้กดิเพลงิไหมไ้ด ้

หา้มตดิตัง้มา่นอากาศในบรเิวณทีม่ฝีุ่ นละอองฟุ้ง

ทรายและฝุ่ นละอองทีส่ะสมอยูอ่าจ
ท�ำใหใ้บพัดผดิรปูรา่งจนสง่กระทบตอ่
ประสทิธภิาพการท�ำงานได ้

■■โปรดปฏบิตัติามขอ้ก�ำหนดดงัตอ่ไปนี ้มฉิะนัน้อาจท�ำใหม้า่นอากาศมสีภาพเกา่และช�ำรดุเสยีหายได ้

■■ควรตดิตัง้มา่นอากาศนีโ้ดยใหส้ว่นพืน้หนา้ 
ของเครือ่งดา้นทีอ่ยูต่�ำ่สดุตอ้งสงูจากพืน้ 2.3 ม. 
ขึน้ไป เมือ่ตดิตัง้เสร็จแลว้

หลกีเลีย่งอบุตัเิหตทุีอ่าจเกดิขึน้ได ้

■■ควรตดิตัง้มา่นอากาศในแนวนอน หา้มตดิ 
ตัง้ในแนวตัง้

การตดิตัง้เครือ่งในแนวตัง้จะมผีลตอ่
ประสทิธภิาพการท�ำงาน

■■ระยะหา่งระหวา่งมา่นอากาศและเพดานตอ้ง  
ไมน่อ้ยกวา่ 50 มม. ขึน้ไป

หากเพดานอยูใ่กลช้อ่งลมเขา้มากเกนิ
ไป ประสทิธภิาพในการแยกอากาศอาจ
ลดลง

■■หากตดิตัง้มา่นอากาศเรยีงกนัหลายเครือ่ง  
ตรวจสอบใหแ้น่ใจวา่ระยะหา่งของแตล่ะเครือ่ง
อยูท่ีป่ระมาณ 20~40 มม.

20~40 มม.

ตดิตัง้ไดง้า่ย

■■ควรปิดกัน้ชอ่งวา่งระหวา่งผนังและมา่น 
อากาศ

	 ป้องกนัไมใ่หม้า่น 
อากาศดดูอากาศ 
จากภายนอกอาคาร 
ผา่นชอ่งวา่ง

2.3 ม. ขึน้ไป

50 มม. ขึน้ไป
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วธิกีารตดิตัง้
1. ตดิตัง้แผน่ยดึเครือ่ง

■■การตดิตัง้บนผนังคอนกรตี
1.	น�ำแผน่ยดึเครือ่งออกมาจากมา่นอากาศ  

ถอดสกร ู3 ตวั แลว้น�ำแผน่ยดึเครือ่งออกมา

2.	ขนัสลกัเกลยีวตรงตามต�ำแหน่งใหแ้น่น
·	ก�ำหนดต�ำแหน่งบนผนัง แลว้เจาะรเูขา้ไปในผนัง
·	ขนัสลกัเกลยีวเขา้ไปรู
·	น�ำคอนกรตีมาปิดรู
·	ตดิตัง้แผน่ยดึเครือ่งแลว้ตรวจสอบความหนาแน่นของแผน่ยดึ

เมือ่คอนกรตีแข็งตวั

ขอ้ควรสงัเกต

ระยะหา่งระหวา่งหวัสลกัเกลยีวและผนังควรอยูท่ี่
ประมาณ 13~15 มม.

3.	ตดิตัง้แผน่ยดึเครือ่งโดยใชแ้หวน แหวนสปรงิ และน็อต

2. การเตรยีมพรอ้มกอ่นเดนิสายไฟ ด�ำเนนิการตามขัน้ตอนนี ้หากระยะหา่งระหวา่งพืน้ที่(ดา้นบนของมา่นอากาศและเพดานไมเ่กนิ 150 มม. )
แขวนมา่นอากาศเขา้กบัรดูา้นลา่งของแผน่ยดึเครือ่ง

  

 150 มม. ขึน้ไป

  
รดูา้นลา่ง

แผน่ยดึเครือ่ง
สกรู

คอนกรตี

สลกัเกลยีว
M8×60L

13-15 มม.

ประมาณ 70 มม. เส
น้ผ

า่น
ศนู

ยก์
ลา

ง:
 4

0-
50

 ม
ม.

แหวน

ผนัง

น็อต

แหวนสปรงิ

แผน่ยดึเครือ่ง

■■วธิกีารตดิตัง้อืน่

สลกัเกลยีว 
M8

ไมเ่กนิ  
15 มม. 

100 มม. ขึน้ไป
ตดิตัง้แผน่กัน้  
(ไมม่ใีห)้ ทัง้สีด่า้น

เพดาน

350 มม. ขึน้ไป

สกรไูม ้
( 8×60L)

ยดึเขา้กบั
ทีแ่ขวนเหล็ก

ขอ้ควรสงัเกต
1.	หา้มตดิตัง้มา่นอากาศเขา้กบัผนังกลวง มฉิะนัน้อาจ 

เกดิเสยีงดงัรบกวนได ้
2.	 เสรมิความมัน่คงแข็งแรงตามความจ�ำเป็นโดยขึน้อยูก่บั

สภาพแวดลอ้มในแตล่ะแหง่ เพือ่ป้องกนัไมใ่หเ้กดิเสยีงดงั
รบกวนและการสัน่สะเทอืน

1.	พืน้ทีภ่ายในเพดานควรใหญก่วา่ขนาดทีร่ะบไุวต้ามขา้งตน้
เพือ่ใหม้พีืน้ทีข่องชอ่งลมเขา้ หากไมส่ามารถเวน้พืน้ทีใ่ห ้
กบัชอ่งลมเขา้ได ้ควรเลอืกรุน่ทีม่ขีนาดใหญก่วา่นี้

2.	หา้มวางสารเคมไีวใ้กลก้บัชอ่งลมเขา้หรอืตะแกรงลมออก 
(รวมถงึตะแกรงอืน่) 
มฉิะนัน้อาจมผีลตอ่ประสทิธภิาพการท�ำงาน

ยดึเขา้กบั
โครงสรา้งไม ้

การตดิเขา้ไปในเพดาน

■■โปรดใชแ้ผน่ยดึเครือ่งทีใ่หม้าพรอ้มมา่น 
อากาศ ทัง้นี ้เพือ่ป้องกนัไมใ่หเ้ครือ่งตกหลน่ลง
มาซึง่มสีาเหตจุากการตดิตัง้ไมม่ัน่คงพอ

 ขอ้ควรระวงั
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วธิกีารตดิตัง้
3. การเดนิสายไฟ

■■การเดนิสายไฟตอ้งปฏบิตัติามขอ้ก�ำหนดวา่ดว้ยการเดนิสายไฟสว่นทอ้งถิน่ 
มฉิะนัน้อาจท�ำใหเ้กดิเพลงิไหมไ้ด ้
■■โปรดใชส้ายไฟหุม้โพลไีวนลิคลอไรด ์ธรรมดา 60227 IEC 53 
พืน้ทีห่นา้ตดัทีก่�ำหนดของตวัน�ำไฟฟ้าตอ้งเทา่กบั 3×1.0 ตารางมลิลเิมตร 
มฉิะนัน้อาจท�ำใหเ้กดิเพลงิไหมไ้ด ้
■■สวติช ์สองขัว้และสวติช ์ป้องกนัไฟร่ัวไมไ่ดใ้หม้าพรอ้มมา่นอากาศ สามารถหาซือ้ไดใ้น 
ทอ้งตลาด
■■ตอ้งใชข้ัว้ตอ่สายไฟ (ไมม่ใีห)้ ตามมาตฐาน IEC 60998 และกลอ่งพักสายไฟ (ไมม่ใีห)้  
ทีส่อดคลอ้งกบัระเบยีบขอ้บงัคบัสว่นทอ้งถิน่
■■ควรเชือ่มตอ่จดุเดนิสายไฟใหแ้น่นโดยไมใ่หเ้กดิรอยหลวม

กลอ่งพักสายไฟ
(ไมม่ใีห)้ ไมน่�ำไฟฟ้า

(N)
น�ำไฟฟ้า

(L)
สนี�้ำตาล

(L)
สนี�้ำเงนิ

(N)

สายไฟ
ของมา่น 
อากาศ

สเีขยีว/สเีหลอืง
(สายดนิ)

กลอ่งขัว้ตอ่
(ไมม่ใีห)้

สายดนิ

สายไฟ

ลวดน�ำไฟฟ้า
จากแหลง่จา่ย

มา่น 
อากาศ

สายไฟ
ของมา่นอากาศ

■■ ตอ่สายไฟ (รวมทัง้สายดนิ) ของมา่นอากาศเขา้กบัลวดน�ำ โดยดจูากแผนผังการเดนิสายไฟ
■■ ตรวจสอบความหนาแน่นของการเชือ่มตอ่ทัง้หมดหลงัจากเดนิสายไฟเสร็จแลว้

4. การตดิตัง้มา่นอากาศ

1.	ถอดเครือ่งมา่นอากาศออกจากรดูา้นลา่ง

2.	ตดิมา่นอากาศ
วางรอ่งของแผงดา้นหลงัใหต้รงกบัแผน่ยดึเครือ่งทัง้สองดา้น  
น�ำขอเกีย่วสวมเขา้กบัรดูา้นบนของแผน่ยดึเครือ่ง

รอ่ง

แผน่ยดึเครือ่ง

แผน่รองหลงั

3.	ขนัสกรใูหแ้น่น (3 จดุ)

ขอ้ควรสงัเกต
ควรใชแ้รงบดิขนาด 1.2N·m

รดูา้นลา่ง

รดูา้นบน

 ค�ำเตอืน
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มา่นอากาศหลายเครือ่งท�ำงานพรอ้มกนัเป็นกลุม่

●	โปรดซือ้ช ิน้สว่นจ�ำเป็นอืน่ ๆ ตามขอ้ก�ำหนด
ดา้นการไฟฟ้าสว่นทอ้งถิน่ ยกเวน้สายไฟ

สายไฟ
■■โปรดเลอืกสวติช ์ทีม่คีวามจไุฟฟ้า 1.2~1.5  
เทา่ของกระแสไฟฟ้ารวม เมือ่ใชง้านมา่น 
อากาศหลายเครือ่งพรอ้มกนักนัเป็นกลุม่
■■ควรตดิตัง้อปุกรณ ์ป้องกนัเครือ่งตดั 
กระแสไฟฟ้าร่ัวไหล มฉิะนัน้อาจท�ำใหเ้กดิไฟฟ้า
ชอ็ตได ้
■■จ�ำนวนเครือ่งทีท่�ำงานพรอ้มกนัเรยีงตามล�ำดบั
ตอ้งไมเ่กนิ 6 เครือ่ง

แผนผังการเดนิสายไฟ

N
L

N
L

มอ
เต

อร
์

ขัว้
ตอ่

สา
ยไ

ฟ

แห
ลง่

จา่
ยไ

ฟ

สแีดง

สสีม้

สดี�ำ สดี�ำ
สเีขยีว/สเีหลอืง

สนี�้ำเงนิ

สนี�้ำตาล

สวติชส์องขัว้ปิด
ลกูคา้จัดหาให ้

(ระยะหา่งของการแยกจดุสมัผัสมากกวา่ 3 มม.)

สวติช์

สขีาวสขีาว (สงู)

สเีหลอืง (ต�ำ่) สเีหลอืง

การท�ำงานของแผงควบคมุ

FY-4009U1

ปิด ต�ำ่ สงู

วธิกีารใชง้าน

※รุน่ตวัอยา่ง

1	เริม่ตน้การท�ำงาน

2	เลอืกโหมดการท�ำงาน

กดปุ่ ม “HI” หรอื “LO” เพือ่ใหม้า่นอากาศเริม่ท�ำงานตามที ่
แสดงในภาพดา้นซา้ย

กดปุ่ ม “HI” หากตอ้งการความเร็วลมสงู

กดปุ่ ม “LO” หากตอ้งการความเร็วลมต�ำ่และเงยีบ

 ค�ำเตอืน

ตวัเกบ็ประจทุี่
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■■ปรับใบครบีน�ำทางในชอ่งลมออกไดต้ามสภาพแวดลอ้มในการใชง้าน ทัง้นี ้เพือ่ใหม้ปีระสทิธภิาพในการ
แยกอากาศทีเ่หมาะสม

1	ลมทีอ่ยูน่อกอาคารพัดกระโชกแรง

ทอ่ลมออก
ใบครบีน�ำทาง ลมทีอ่ยูน่อกอาคาร

พัดกระโชกแรง

2	ลมทีอ่ยูน่อกอาคารพัดโชยออ่น ๆ

ทอ่ลมออก
ใบครบีน�ำทาง ลมทีอ่ยูน่อกอาคาร

พัดโชยออ่น ๆ

3	ท�ำความรอ้น

ทอ่ลมออก
ใบครบีน�ำทาง

ภายในอาคารรอ้น ภายนอกอาคารเย็น

4	ท�ำความเย็น

1.	หอ้งมชีอ่งเปิดตา่ง ๆ 
(เชน่ หนา้ตา่ง บานเกล็ด)

ทอ่ลมออก ใบครบีน�ำทาง

ภายใน
อาคารเย็น

ภายนอก
อาคารรอ้น

ทอ่ลมออก ใบครบีน�ำทาง

ภายใน
อาคารเย็น

ภายนอก
อาคารรอ้น

วธิกีารใชง้าน

3	หยดุการท�ำงาน

ขอ้ควรสงัเกต

มา่นอากาศอยูใ่นโหมดสแตนดบ์าย หลงัจากกด “OFF” แตก่ย็งัเชือ่มตอ่กบัแหลง่จา่ยไฟอยู่

กดปุ่ ม “OFF” เพือ่ใหม้า่นอากาศหยดุท�ำงาน

2.	หอ้งไมม่ลีม  
(ไมม่ชีอ่งเปิด)
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การบ�ำรงุรักษาตามปกติ

■■ตรวจสอบใหแ้น่ใจวา่ไดป้ลดแหลง่จา่ยไฟออก
แลว้กอ่นทีจ่ะท�ำความสะอาดมา่นอากาศ

มฉิะนัน้มา่นอากาศอาจ 
ท�ำงานพรอ้มกบัความเสีย่ง
จากไฟฟ้าชอ็ต หรอือาจเกดิ
การบาดเจ็บได ้

■■โปรดตดิตอ่ตวัแทนจ�ำหน่ายทีซ่ ือ้มา่น 
อากาศมาหรอืผูท้ีม่คีณุสมบตัเิหมาะสมเพือ่ให ้
บรกิารผลติภณัฑ์

มฉิะนัน้อาจท�ำใหม้า่นอากาศช�ำรดุ  
หรอืท�ำใหเ้กดิเพลงิไหมไ้ด ้

■■หา้มสอดนิว้หรอืไมเ้ขา้ไปในมา่นอากาศ  
ชอ่งลมเขา้หรอืชอ่งลมออกเด็ดขาด

ใบพัดทีก่�ำลงัหมนุดว้ยความเร็วสงูอาจ
ท�ำใหบ้าดเจ็บได ้

■■หา้มใหม้อเตอรโ์ดนน�้ำ

มฉิะนัน้อาจท�ำใหม้า่นอากาศช�ำรดุ  
หรอืท�ำใหเ้กดิเพลงิไหมไ้ด ้

■■หากจะไมใ่ชม้า่นอากาศเป็นเวลานานให ้
ถอดมา่นอากาศออก

มฉิะนัน้มา่นอากาศอาจตกลงมาจน 
เกดิการบาดเจ็บได ้

■■หากกา๊ซไวไฟร่ัวไหลออกมา หา้มใชง้านฟังกช์ัน่
ใดๆ ของมา่นอากาศโดยเด็ดขาด

มฉิะนัน้อาจเกดิประกายไฟขึน้มาจนเกดิ
การระเบดิขึน้ได ้

■■หา้มเปิดหรอืปิดไฟขณะมอืเปียก

อาจท�ำใหไ้ฟฟ้าชอ็ตได ้

■■หยดุใชง้านเครือ่งทนัทเีพือ่รอการซอ่มแซม หาก
มสีิง่ผดิปกตเิกดิขึน้ (เสยีงดงัรบกวน การสัน่
สะเทอืน กลิน่เหม็น)

 อาจท�ำใหเ้กดิอบุตัเิหตทุีไ่มค่าดคดิ 

■■หา้มน�ำเครือ่งใชไ้ฟฟ้ามกีารเผาไหม ้
มาวางในต�ำแหน่งทีล่มจากมา่นอากาศ 
เป่าออกมา โดยตรง

อาจท�ำใหเ้กดิพษิจาก
คารบ์อนมอนอกไซดท์ีเ่ผา
ไหมไ้มส่มบรูณ์

■■การบ�ำรงุรักษาตอ้งด�ำเนนิการโดยบคุคล 2 คน

มฉิะนัน้มา่นอากาศอาจตกลงมาจน 
เกดิการบาดเจ็บได ้

■■หา้มน�ำสิง่ของใด ๆ มาแขวนกบัมา่น 
อากาศ

มา่นอากาศอาจตกลงมาได ้
เนือ่งจากน�้ำหนักทีเ่พิม่มากขึน้

■■ควรสวมถงุมอืทกุครัง้เมือ่ท�ำความสะอาด 
มา่นอากาศ

มฉิะนัน้อาจท�ำใหเ้กดิความเสยีหายได ้

■■หา้มพน่น�้ำหรอืของเหลวอืน่ ๆ ลงบนมา่น 
อากาศโดยตรง

มฉิะนัน้อาจเกดิไฟฟ้าลดัวงจรหรอืไฟ
ชอ็ตได ้

 ค�ำเตอืน

 ขอ้ควรระวงั
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การบ�ำรงุรักษาตามปกติ

■■ไมค่วรใหห้นา้ชดิกบัชอ่งลมออก  
(โดยเฉพาะเมือ่มา่นอากาศเริม่ท�ำงาน)

สารทีเ่ป่าออกมาจากมา่นอากาศ 
เป็นอนัตรายตอ่ดวงตาได ้

■■หา้มวางสารเคมไีวใ้กลก้บัชอ่งลมเขา้หรอื
ตะแกรงลมออก

อาจท�ำใหเ้กดิการบาดเจ็บได ้เนือ่งมา 
จากมา่นอากาศอาจดดูสารเคมดีงั 
กลา่วเขา้ไปและเป่าออกมาภายหลงั

■■ลมแรงทีพั่ดมาจากมา่นอากาศอาจท�ำใหเ้กดิ 
ฝุ่ นละออง

อาจท�ำใหเ้กดิการบาดเจ็บได ้

■■หา้มใชน้�้ำมนัเชือ้เพลงิ น�้ำมนัเบนซนิ  
ทนิเนอร ์หรอืสารเคมอีืน่ ๆ  
ท�ำความสะอาดมา่นอากาศ

น�้ำมนัหอมระเหย

แปรงขนโลหะ

น�้ำมนัเช ือ้เพลงิ

ทนิเนอร์

มฉิะนัน้ อาจเกดิการผกุรอ่นจนมา่น 
อากาศตกลงมาและท�ำใหเ้กดิการบาด
เจ็บได ้

ขอ้ควรสงัเกต

■■ตรวจสอบใหแ้น่ใจวา่ไดป้ลดแหลง่จา่ยไฟออกแลว้ 
กอ่นทีจ่ะท�ำความสะอาดมา่นอากาศ

■■การถอดชิน้สว่น
ถอดชิน้สว่นนีไ้ดง้า่ย ๆ 
โดยถอดสกรทูัง้ 7 ตวั ตามต�ำแหน่งทีแ่สดง
ในภาพดา้นขวามอืออก

 ขอ้ควรระวงั
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การแก ้ ไขปัญหา
ตรวจสอบตามตารางดา้นลา่งแลว้ปฏบิตัติามวธิกีารทีร่ะบไุว ้หากมา่นอากาศยงัท�ำงานผดิปกตอิยู ่ให ้
ตดัการเชือ่มตอ่กบัแหลง่จา่ยไฟแลว้ตดิตอ่ศนูย ์บรกิารหลงัการขายหรอืตวัแทนจ�ำหน่าย

ปัญหาทีเ่กดิขึน้ สาเหตอุนัดบัที ่1 ทีอ่าจเป็น
ไปได ้

สาเหตอุนัดบัที ่2 ทีอ่าจเป็น
ไปได ้

สาเหตอุนัดบัที ่3 ทีอ่าจเป็น
ไปได ้

เค
รือ่

งเ
ริม่

ท
�ำง

าน

ไมท่�ำงาน ตรวจสอบแรงดนัไฟฟ้า เดนิสายไฟไมถ่กูตอ้ง
(  หนา้ 19)

มเีสยีงดงัเกดิขึน้หรอืสัน่
สะเทอืนอยา่งแรง

ตดิตัง้เครือ่งไมถ่กูตอ้ง
(  หนา้ 18~หนา้ 19)

ประสทิธภิาพในการแยก
อากาศไมด่พีอ

รุน่มา่นอากาศไมเ่หมาะสม ใบครบีน�ำทางอยูใ่น
ต�ำแหน่งทีไ่มเ่หมาะสม
(  หนา้ 21)

ตดิตัง้มา่นอากาศใน 
แนวตัง้

ระ
ห

วา่
งม

า่น
 

อา
กา

ศท
�ำง

าน

ไมท่�ำงาน เดนิสายไฟไมแ่น่น สวติชส์องขัว้ปิดอยู่

ประสทิธภิาพในการแยก
อากาศไมด่พีอ

ตะแกรงชอ่งลมเขา้อดุตนั

มเีสยีงดงัเกดิขึน้หรอืสัน่
สะเทอืนอยา่งแรง

มฝีุ่ นเกาะอยูบ่นใบพัด มขีองตกหลน่ลงไปใน 
มา่นอากาศ

มอเตอรห์มนุผดิปกติ
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แรงดนัไฟฟ้า: 1 เฟส 220 โวลต ์ ความถี:่ 50 เฮริตซ์

รุน่

ความเร็วใน
การไหลออก 
เมตร/วนิาที

การใชพ้ลงังาน 
วตัต์

กระแสไฟฟ้า 
แอมแปร์

เสยีงรบกวน 
เดซเิบล (เอ)

ปรมิาณลม 
ลกูบาศกเ์มตร/

ชัว่โมง
ระดบัความ
เป็นฉนวน

ความยาว 
มม.

น�้ำหนัก 
กก.

ความสงูของ
การตดิตัง้

(ม.)
สงู ต�ำ่ สงู ต�ำ่ สงู ต�ำ่ สงู ต�ำ่ สงู ต�ำ่

FY-2509U1  8.5  7.5  63  55 0.29 0.28 44 41.5  950  840 B  900 12 2.5

FY-2512U1  8.5  7.5  77  75 0.35 0.34 43 41 1250 1150 B 1200 14 2.5

FY-2515U1  8.5  7.5  93  73 0.42 0.34 45 42 1400 1150 B 1500 17.5 2.5

FY-3009U1 10.5  8.5  76  70 0.35 0.32 48.5 45 1100  920 B  900 12 3.0

FY-3012U1  9.5  8  94  85 0.43 0.4 48.5 44.5 1400 1270 B 1200 14.5 3.0

FY-3015U1 10.5  9.5 131 110 0.59 0.5 51.5 48 2000 1800 B 1500 18 3.0

FY-3509U1 11  9  95  85 0.41 0.39 51 49 1150 1000 B  900 12 3.5

FY-3512U1 10.5  8.5 114 100 0.49 0.46 49 46 1550 1300 B 1200 14.5 3.5

FY-3515U1 11  9 146 110 0.67 0.52 52 49 1800 1500 B 1500 18 3.5

FY-4009U1 12 10 110  94 0.5 0.43 54.5 51 1340 1190 B  900 12.5 4.0

FY-4012U1 12 10 126 105 0.59 0.49 52.5 48.5 1700 1530 B 1200 15.5 4.0

FY-4015U1 13 10 177 147 0.81 0.68 56 52 2450 2080 F 1500 18 4.0

แรงดนัไฟฟ้า: 1 เฟส 240 โวลต ์ ความถี:่ 50 เฮริตซ์

รุน่

ความเร็วใน
การไหลออก 
เมตร/วนิาที

การใชพ้ลงังาน 
วตัต์

กระแสไฟฟ้า 
แอมแปร์

เสยีงรบกวน 
เดซเิบล (เอ)

ปรมิาณลม 
ลกูบาศกเ์มตร/

ชัว่โมง
ระดบัความ
เป็นฉนวน

ความยาว 
มม.

น�้ำหนัก 
กก.

ความสงูของ
การตดิตัง้

(ม.)
สงู ต�ำ่ สงู ต�ำ่ สงู ต�ำ่ สงู ต�ำ่ สงู ต�ำ่

FY-2509U1  9  8  71  65 0.31 0.29 46 43.5 1000  900 B  900 12 2.5

FY-2512U1  9  8  89  86 0.37 0.36 46 44 1350 1250 B 1200 14 2.5

FY-2515U1  9  8 106  84 0.44 0.35 48 45 1500 1250 B 1500 17.5 2.5

FY-3009U1 10.5  9  86  80 0.37 0.35 50.5 47.5 1150  960 B  900 12 3.0

FY-3012U1 10  8.5 107  95 0.46 0.43 50.5 47 1500 1320 B 1200 14.5 3.0

FY-3015U1 11 10 145 115 0.6 0.5 53.5 50.5 2100 1850 B 1500 18 3.0

FY-3509U1 11.5  9.5  99  96 0.42 0.4 54 51 1200 1050 B  900 12 3.5

FY-3512U1 11  9 122 112 0.51 0.47 51 48 1650 1400 B 1200 14.5 3.5

FY-3515U1 11.5  9.5 161 125 0.68 0.54 54 51 1800 1600 B 1500 18 3.5

FY-4009U1 12.5 10.5 122 100 0.51 0.43 56.5 53.5 1360 1200 B  900 12.5 4.0

FY-4012U1 12.5 10.5 139 110 0.6 0.49 54.5 51 1800 1580 B 1200 15.5 4.0

FY-4015U1 13.5 10.5 190 160 0.86 0.68 58 54.5 2500 2050 F 1500 18 4.0

ขอ้ควรสงัเกต
1.	พารามเิตอร ์ทีแ่สดงในตารางขา้งตน้วดัคา่โดยมอีณุหภมูแิวดลอ้มเทา่กบั 20°C
2.	คา่เสยีงรบกวนวดัจากจดุทีอ่ยูห่า่งจากมา่นอากาศ 1.5 ม. โดยท�ำมมุ 45° ใตช้อ่งลมออก
3.	เนือ่งจากความเร็วดงักลา่วขา้งตน้วดัไดจ้ากหอ้งปฏบิตักิารทีด่�ำเนนิงานดา้นการทดสอบโดยเป็นหอ้งวา่งเปลา่ ไมม่กีารไหลเวยีนของอากาศ

และไมม่สี ิง่ขดีขวางอยูภ่ายใน ทัง้นี ้หลงัจากตดิตัง้มา่นอากาศแลว้ ความเร็วอาจแตกตา่งกนั ขึน้อยูก่บัสภาพแวดลอ้มในการใชง้าน
4.	ความเร็วในการไหลออกเป็นคา่สงูสดุ

ขอ้มลูจ�ำเพาะ
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