CEILING EXPOSED

® Slim design with a thickness of only 235 mm.
® Compact looking, stylish, one-motion design.
® Comfortable, long-distance airflow distribution.
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Capacity [Btu/h(Phasel]
Power Source V/Phase Hz 220V, 1@Phase - 50Hz 380V, 3@Phase - 50Hz | 220V, 10Phase - 50Hz | 380V, 30Phase - 50Hz | 220V, 1@Phase - 50Hz {380V, 3@Phase - 50Hz
Indoor Unit S-18PT3T S-24PT3T S-30PT3T 5-3648PT3T S-3648PT3T S-3648PT3T S-3648PT3T S-3648PT3T 5-3648PT3T
Outdoor Unit U-18PRH1TS U-24PRH1TS U-30PRH1TS U-36PRH1TS U-36PRH1TS U-42PRH1TS U-42PRH1T8 U-48PRH1TS U-48PRH1TS
Cooling Canacity: Rated [Min-Mad kW 5.30 {1.80-6.00] 7.00 (1.80-8.00) 8.80 (2.00-10.00] 10.60 (3.80-11.20) 10.60 (3.80-11.20) 12.30 (3.80-14.00] 12.30 (3.80-14.00] 14.10 (5.30-15.50) 14.10 (5.30-15.50]
' Btu/h 18,100 [6,140-20,500] {24,000 (6,140-27,300] {30,000 (6,820-34,100) | 36,200 [13,000-38,200] {36,200 (13,000-38,200] |[42,000 (13,000-47,800) |42,000 [13,000-47,800] |48,100 (18,100-52,900] |48,100 (18,100-52,900)
Current: Rated (Max) A 5.8[9.1] 7.9 12.0] 10.8 [15.5] 14.1[25.5] 4.7 (9.5] 19.2 [26.0] 6.4 [10.5] 24.0 [28.0] 7.9 [11.5]
Power Input: Rated (Min-Max] kW 1.21(0.27-1.43] 1.70 (0.25-2.15) 2.32 (0.26-2.79] 2.8610.68-3.04) 2.86 (0.65-3.04) 3.89 0.68-4.45) 3.89 10.68-4.45) 4.86 (0.94-5.37) 4.86 10.94-5.37]
COP/EER W/W 4.38 4.12 3.79 3.7 3.7 3.16 3.16 2.90 2.90
W/W 14.96 14.12 12.93 12.66 12.66 10.8 10.8 9.90 9.90
SEER Btu/hW  |23.82 23.4 21.77 19.99 19.93 19.40 19.50 18.40 18.40
Indoor Unit
AR m3/min 15.0 21.0 35.0 35.0 35.0 35.0 35.0 35.0 35.0
cfm 530 740 1,235 1,235 1,235 1,235 1,235 1,235 1,235
Sound Pressure Level (Hi/Lo) dB (A 38/ 29 40 / 32 46/ 38 46 [ 38 46 [ 38 46/ 38 46 [ 38 46 [ 38 46/ 38
Sound Power Level (Hi/Lo] dB (A) b6 [ 47 58 / 50 b4 [ 56 b4 | 56 b4 [ 56 b4 [ 56 b4 | 56 b4 [ B b4 | 56
Dimension Indoor (HxWxD]  mm 235 x 960 x 690 235x 1,275 x 690 235x 1,590 x 690 235 x 1,590 x 690 235 % 1,590 x 690 235x 1,590 x 690 235 x 1,590 x 690 235 x 1,590 x 690 235x 1,590 x 690
Net Weight kg 26 34 40 40 40 40 40 40 40

Outdoor Unit

Sound Pressure Level dB [A) 50 h3 h3 b4 b4 57 Y h8 58
Sound Power Level dB [A) 69 72 12 13 73 76 76 i 17
Dimension Outdoor [HxWxD] mm 695 x 875 x 320 695 x 875 x 320 695 x 875 x 320 996 x 980 x 370 996 x 980 x 370 996 x 980 x 370 996 x 980 x 370 996 x 980 x 370 996 x 980 x 370
Net Weight kg 39 39 39 69 67 69 67 75 73
R C erneceen Gas Pipe mm [inch) 12.70 (1/2] 15.88 (5/8) 15.88 (5/8] 15.88 (5/8) 15.88 (5/8) 15.88 (5/8] 15.88 [5/8] 15.88 (5/8) 15.88 [5/8]
Liquid Pipe mm [inch) |6.35 (1/4] 9.52 (3/8) 9.52 (3/8] 9.52 (3/8) 9.52 (3/8) 9.52 (3/8) 9.52 (3/8] 9.52 (3/8) 9.52 (3/8]
Pipe Length Min-Max m 5-50 5-50 5-50 5-50 5-50 5-50 5-50 5-50 0-50
Elevation Difference m 30 30 30 30 30 30 30 30 30
Maximum Chargeless Length Max m 30 30 30 30 30 30 30 30 30
Additional Gas g/m 15 25 25 25 25 25 25 25 25
Operation Range, Outdoor  Min-Max {0 16-52 16-52 16-52 16-52 16-52 16-52 16-52 16-52 16-52




