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Peak Cut Setting
Schedule peak cut

Reduces the maximum power by specifying the maximum power for each time zone. (P.6)

1 Select [Energy saving] on the menu 
screen. (P.27)

▲ ▼ →

 z To return to the previous screen
Press .
 z To return to the standby screen
Press  2 times.

20:30（木）

ｾｲｷﾞｮ部応接室Ａ : E04 ﾕﾆｯﾄ 00-00

一斉 ゾーン グループ

1/10警報

送り [決定]操作 [切換]ゾーン

停止中：10グループ54グループ運転中：

2 Select [Peak cut].
▲ ▼ →

3 Set [Schedule peak cut] to [ ].
◄ ► (or )

4 Select [Set schedule].
▲ ▼ →

5 Change the setting.
Select the field to register.
▲ ▼ →

6 Set the start time and end time.
▲ ▼ → ► → ▲ ▼ →
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7 Select the operation capacity.
▲ ▼ →  →   

(Press 2 times to finish.

 z To set in series
Repeat from step 4 without pressing .

 z To change
• Select the field to change in step 5 on the

previous page.

• Select [Change].
▲ ▼ → 

• Following the above steps 6 to 7, select 
the start time, end time and operation 
capacity.

 z To delete
• Select the field to delete in step 5 on the

previous page.

• Select [Delete].
▲ ▼ → 

• Select [YES].
◄ ► →  →   

(Press 2 times to finish.

Note
This unit is equipped with the following 3 settings. Any of them is set at the time of 
installation.
• Schedule peak cut (P.36)  • External input peak cut (P.38)  • Schedule energy saving (P.40)
For detailed settings, see each page.
The peak cut setting operation is the same as that for schedule peak cut.
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Peak Cut Setting (continued)
External input peak cut

Reduces the maximum power using external equipment. (P.6)

1 Select [Energy saving] on the menu 
screen. (P.27)

▲ ▼ → 

 z To return to the previous screen
Press .
 z To return to the standby screen
Press  2 times.

20:30（木）

ｾｲｷﾞｮ部応接室Ａ : E04 ﾕﾆｯﾄ 00-00

一斉 ゾーン グループ

1/10警報

送り [決定]操作 [切換]ゾーン

停止中：10グループ54グループ運転中：

2 Select [Peak cut].
▲ ▼ → 

3 Set [External input peak cut] to 
[ ].
◄ ► (or )

4 Select [Peak cut settings].
▲ ▼ → 

5 Change the setting.
Select the field to register.
▲ ▼ →  
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6 Select the operation capacity.
▲ ▼ →  →   

(Press 2 times to finish.

 z To set in series
Repeat from step 4 without pressing .

 z To change
• Select the field to change in step 5 on the

previous page.

• Select [Change].
▲ ▼ → 

• Following the above step 6, select the 
operation capacity.

 z To delete
• Select the field to delete in step 5 on the

previous page.

• Select [Delete].
▲ ▼ → 

• Select [YES].
◄ ► →  →   

(Press 2 times to finish.

Note
This unit is equipped with the following 3 settings. Any of them is set at the time of 
installation.
• Schedule peak cut (P.36)  • External input peak cut (P.38)  • Schedule energy saving (P.40)
For detailed settings, see each page.
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Peak Cut Setting (continued)
Schedule energy saving / Efficient operation (When using 
a gas heat pump air conditioner)

Reduces the maximum power only for the specified time zone. (P.6)

1 Select [Energy saving] on the menu 
screen. (P.27)

▲ ▼ → 

 z To return to the previous screen
Press .
 z To return to the standby screen
Press  2 times.

20:30（木）

ｾｲｷﾞｮ部応接室Ａ : E04 ﾕﾆｯﾄ 00-00

一斉 ゾーン グループ

1/10警報

送り [決定]操作 [切換]ゾーン

停止中：10グループ54グループ運転中：

2 Select [Peak cut].
▲ ▼ → 

3 Select [Select target].
▲ ▼ → 

4 Select the target. (See P.29 step 3.)

◄ ► (or ) → ▲ ▼ → 

• Press ◄ ► or  to select [All] or [Zone], 
and press ▲ ▼ to select [Group].

5 Set [Schedule E-saving] to [ ].
◄ ► (or )

6 Select [E-saving pattern].
▲ ▼ → ◄ ► (or ) → 

• Press ▲ ▼ to select [E-saving pattern], 
and press ◄ ► or  to select the 
pattern No.

7 Check the [E-saving pattern] 
contents, and make the setting if 
necessary.
▲ ▼ →  
• Up to 8 patterns can be registered.
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8 Select the field to register.
▲ ▼ → 
• Up to 4 patterns can be registered.

9 Set the start time and end time.
▲ ▼ → ► → ▲ ▼ →  
→   

(Press 2 times to finish.

 z To change
• Select the field to change in step 8

• Select [Change].
▲ ▼ → 

• Following the above step 9, select the 
start time, end time.

 z To delete
• Select the field to delete in step 8.

• Select [Delete].
▲ ▼ → 

• Select [YES].
◄ ► →  →   

(Press 2 times to finish.

Note
This unit is equipped with the following 3 settings. Any of them is set at the time of 
installation.
• Schedule peak cut (P.36)  • External input peak cut (P.38)  • Schedule energy saving (P.40)
For detailed settings, see each page.
The Efficient operation setting is the same as that for [Schedule energy saving]




