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(With the power plug inserted)
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  House Dust Catcher   give you clean
and fresh air.

The   House Dust Catcher   completely cleaning dust
from the air near the floor.

Equipped with                   technology.
A handle is equipped to facilitate the carrying of the product.

 

 

Panasonic Corporation Analysis
Center

after

isn’t perceive earily
Panasonic Corporation Analysis Center





6 PXJ30A 7



88 PXJ30A 9





Filter 

Odor sensor

Clean Sign

Filter 

PXJ30A 1312

When (Red, small) turns into (Red, large), the
clean sign will flash and then light up in red.

When pressing the buttons, please support
the body.
Depending on the material of the floor, when pressing the buttons, the body may shake.

Requirement

Select Air Volume

odor sensor

odor sensor

(When the power plug is removed and re-inserted, the indicator blinks
as well.)

When using for the first time , operation will begin with the Air Volume
under “Auto”.
(The clean sign will flash in blue and red for about five seconds, and
auto operation will begin.)

After the “off” button is pressed, and then if you press the

The factory default state is “Med” when the
product is used for the first time.

The setting will not be canceled even after the
power plug is removed and reinserted.

During operation, if the power plug is removed and reinserted,the
operation will begin with the state under which it stopped last time.

(Air volume indicator
lights up)

button, the operation will begin with the air volume at which it
stopped last time. After the power plug is removed and reinserted,
the operation will begin with the air volume at which it stopped last
time. 

Filter 

Filter replacement indicator

During turbo operation
‘Turbo’

"Lo" operation mode will
begin

Odor sensor
clean sign.

for about 3 seconds during operation.
(Press the button again about 3 seconds when you
want it to light up.) 

simultaneously

During operation, press and hold down the

The indicator lights up in all operation modes.
                  can be closed.

indicator

3 seconds. 
(The                    indicator turns off)
To restart the                   function, press and
hold the buttons again for about 3 seconds. 
(The                   indicator lights up)

button and             button for about
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Sensing
scope

odor sensor




